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4’ X 20’ CERTIFIED BASKET 81
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Renting the most durable and robust equipment 
with a huge fleet of inventory.

That’s the mark of Tiger.

www.tigerindustrialrentals.com | 1.888.866.0047 Tiger Industrial Rentals | 7 



U
P

S
T

R
E

A
M

 -
 D

R
IL

L
IN

G

8  | Tiger Industrial Rentals www.tigerindustrialrentals.com | 1.888.866.0047

UPSTREAMUU MM DRILLING

U
P

S
T

R
E

A
M

 -
 D

R
IL

L
IN

G



U
P

S
T

R
E

A
M

 - D
R

IL
L

IN
G

www.tigerindustrialrentals.com | 1.888.866.0047 Tiger Industrial Rentals | 9 

UPSTREAM DRILLING

U
P

S
T

R
E

A
M

 - D
R

IL
L

IN
G

UPSTREAMUU MM DRILLING



U
P

S
T

R
E

A
M

 -
 D

R
IL

L
IN

G

10  | Tiger Industrial Rentals www.tigerindustrialrentals.com | 1.888.866.0047

UPSTREAMUU MM DRILLINGSURFACE RENTAL PACKAGE

8” X 6” X 14” CENTRIFUGAL DIESEL PUMP
S P E C I F I C A T I O N S
• 11” Impeller
• 174 HP
• Weight - 7,700 LBS Wet
• Fuel Capacity: 380 GAL
• Run Time: 24 HRS
• GPM: 3,500
• Flooded Suction
• Max Head: 135’

8” X 6” X 14” CENTRIFUGAL DIESEL PUMP8” X 6” X 14” CENTRIFUGAL DIESEL PUMP

6” X 6” WET PRIME PUMP
S P E C I F I C A T I O N S
• Weight - 2,450 LBS
• Horsepower - 74 HP
• Fuel Capacity - 40 GAL
• Run Time - 22 HRS
• Max Flow - 1,680 GPM
• Max Head - 170’
• Solids Diameter – 3”
• Trash Clean-out Port

6” X 6” DIESEL VAC ASSIST (SUPER 6) 
S P E C I F I C A T I O N S
• 14.00” Impeller
• Weight - 3,290 LBS
• Horsepower - 174 HP
• Fuel Cap - 148 GAL
• Run Time - 56 HR
• Max Flow – 2,800 GPM
• Max Head - 295'
• Solids Diameter – 3”
• Dry Prime up to 28’ with Automatic 

Re-Priming

6” VAC ASSIST PUMP
S P E C I F I C A T I O N S
• 11.00” Trimmed Impeller
• Horsepower – 74HP
• Fuel Capacity – 90 GAL
• Max Flow – 3,400 GPM
• Max Head – 200’
• Dry Prime up to 28’ with Automatic Re-Prime
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UPSTREAMUU MM DRILLING

4” TRASH PUMP
S P E C I F I C A T I O N S
• 4” DPT Heavy Duty Series Trash Pump
• GPM - 750
• Max Head -120’
• Self-Priming / 3” Solids Handling
• 76HP Duetz Diesel Engine F4L914 Air 

Cooled
• Heavy Duty Skid / Trailer with Removable 

Axle and Tongue
• 2 5/16 Ball Hitch with Adjustable Channel
• 95 GAL Integrated Fuel Cell

4” VAC ASSIST PUMP
S P E C I F I C A T I O N S
• L x W x H - 12” x 16’ 4” x 7’ 7”
• Weight - 3,200 LBS
• Fuel Capacity - 40 GAL
• GPM - 1,350
• 76 HP
• Max Head -130’
• 2 5/16” Ball Hitch
• FI914 Deutz Engine

SURFACE RENTAL PACKAGE

4" FLOATING SKIMMER PUMP
S P E C I F I C A T I O N S   
• L x W x H - 77" x 66.5” x 88" 
• Weight - 3,000 LBS
• Cable Length - 100’
• Voltage - 460/65 AMPS
• 10 HP
• GPM - 800

O P T I O N A L  A C C E S S O R I E S  
• 4” Suction Hose
• 4” Rubber Discharge
• 8” x 12’ Road Crossing
• 12’ x 12’ Containment Berm
• 12’ / 24’ Road Crossing Manifold  
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UPSTREAMUU MM DRILLINGSURFACE RENTAL PACKAGE

4” ELECTRIC TRASH PUMP
S P E C I F I C A T I O N S
• 4” DPT Heavy Duty Series Trash Pump
• Self-Priming / 3” Solids Handling
• 75HP 480V 3PH
• AMP Draw - 84
• Explosion Proof Motor with Control Box 
• GPM - 750
• Max Head - 120’
• 50+ FT of Cable

CELLAR  PUMPS
Available in 2”, 3” and 4” Discharges, with Fluid Setting Depths From 1 
1/2 to 12 Feet.  Ideal For Pumping Sand, Mud, Sludge and Slurries. 
B E N E F I T S
• Double Discharge Design Equalizes Case Pressure and Maximizes 

Horsepower
• Welded Construction
• No Bolts that Can Work Loose
• No Connections to Seal
• Constructed of 1/4” and 3/8” Steel with Heavy Walled Tubing
• All Bearings Above Water Level
• No Oilers to Fill Daily
• No Priming
• Self Draining
• No Seals

3” AIR DIAPHRAGM PUMP
S P E C I F I C A T I O N S
• L x W x H - 20” x 11” x 33”
• Weight - 115 LBS 
• Air Inlet - 3/4 Crowfoot 
• GPM - 260       
• Max Particle Size - .375
• Suction Lift - 20’

O P T I O N A L  A C C E S S O R I E S
• 3” Suction Hose
• 3” Rubber Discharge 
• 8” x 12’ Road Crossing
• 12’ x 12’ Containment Berm
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UPSTREAMUU MM DRILLING

• W X L X H - 6.5 X 13.5 X 8.9
• Weight - 8,000 LBS
• Tank Capacity - 30 BBL
• Horsepower - 50 HP
• Voltage - 480 V 3PH
• Max Discharge Pressure - 15 PSIG
• Pump RPM - 1,100
• Motor  50HP Texp 1800 RPM 480 V 60HZ 
• Drive Timing Belt Style Positive Drive  1.5:1 Ratio 
• Blower - Jurop Rv520  570 CFM  21HG 15 PSI 
• Requires A 100 Amp Breaker to Operate
• Max Vacuum 20 Inches of Mercury
• Max Pressure - 18 Pai 
• Classification - Class 1 Div 1 Group C&D 
• Voltage - 480 V
• Frequency - 60HZ
• Full Load Amps - 65 Amps 
• Suction Conveyance - 30 Tons Per Hour
• Discharge Conveyance - 250 GPM

• W x L x H - 5.5 x 10 x 
7.5

• Weight - 5,000 LBS
• Tank Capacity - 25 

BBL
• Horsepower - 30 HP
• Voltage - 480 V 3PH
• Motor - 30 HP Texp 

1800 RPM 480 V 60 
HZ 

• Drive - Timing Belt 
Style Positive Drive  
1.5:1 Ratio 

• Blower -  Jurop RV 
520  520 CFM 

• CFM - 18 HG 15 PSI
• Requires a 100 Amp 

breaker to operate
• Max Vacuum - 20 

Inches of Mercury
• Max Pressure -15 PSI
• Classification - Class 

1 Div 1 Group C&D 
• Voltage - 480
• Frequency - 60 HZ
• Full load Amps - 39 

Amps 
• Suction Convey-

ance - 25 + Tons Per 
Hour

• Discharge Convey-
ance 200 GPM

SURFACE RENTAL PACKAGE

PIPE RACKS
S P E C I F I C A T I O N S
• Solid Welded End Caps 
• Five (5) Sets of Legs
• 4” Heavy Duty Pipe Construction
• Pipe Racks come in a Standard 

28’ Length by 42” Height

30 HP TIGER ELECTRIC VAC
S P E C I F I C A T I O N S

50 HP TIGER ELECTRIC VAC
S P E C I F I C A T I O N S
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UPSTREAMUU MM DRILLINGSURFACE RENTAL PACKAGE

AIR OPERATED SCREEN CLEANER
S P E C I F I C A T I O N S
• W x L x H - 16” x 22” x 19”
• Flow Rate 2.2 GPM
• Max Pressure 1,200 PSI
• Air Inlet 3/4 Crowfoot
• Air Req. 90 PSI @ 80 CFM
• Capable of Diesel
• 50’ Pressure Hose

ELECTRIC SCREEN CLEANER
S P E C I F I C A T I O N S
• W x L x H - 32” x 18” x 32”
• Flow Rate - 3.3 GPM
• Max Pressure - 800 PSI
• Weight - 125 LBS
• 2 HP Motor - 480/60HZ 
• Capable of Diesel

3,000 PSI ELECTRIC EXPLOSION PROOF HOT WATER WASHER
S P E C I F I C A T I O N S
• W x L x H - 57” x 39” x 50”
• Weight - 1,557 LBS
• 480 V 3PH 96 AMP or 480 V 60 AMP
• 3/8” x 50’ Pressure Hose

O P T I O N A L  A C C E S S O R I E S
• Turbo Nozzle
• Foot Pedal
• Flex Lance
• Double Trigger Gun with Extension Wand
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UPSTREAMUU MM DRILLINGSURFACE RENTAL PACKAGE

S P E C I F I C A T I O N S  D I M E N S I O N S
• External Length - 6,058 MM (19’ - 10.5”)
• External Width - 2,438 MM (8’) 
• External Height - 1,280 MM (4’ - 2.39”)
• Internal Length - 5,862 MM (19’ - 2.78”)
• Internal Width - 2,200 MM (7’ - 2.61”)
• Internal Height - 960 MM (3’ - 1.78”)
• Door Opening Width - 2400 MM (7’-10.48”)
• Tare Weight - 2690 KGS (5930 LBS) 
• Max Gross for Offshore Using Lifting Eyes 12,690 

KGS (27,980 LBS) 
• Max Payload for Offshore Using Lifting Eyes 10,000 

KGS (22,050 LBS) 
• 

FOR DRY VAN OR ISO CORNER CONNECTION
• Max Gross Weight - 20,000 KGS (44,090 LBS) 
• Max Payload - 17,310 KGS (38,160 LBS) based on 

CSC Safety Approval 
• Built in Tie Down Rings for Efficiently Securing a 

Load 
• Hot Dipped Galvanized  (H.D.G.) 
• Third-Party Certification on the Following Stan-

dards 
D E S I G N E D  A N D  B U I L T  T O
•   DNV 2.7-1 (2006) 
•   EN 12079- 1 & 3: 2006 (E) 
•   IMO MSC/Circ. 860 
•   SEPco Document OPS0055
•    API RP2A Section 2.4.2c & 2.4.2d

TIGER 8’ X 20’ DNV 2.7-1 HALF-HEIGHT BASKET WITH DOOR
The Tiger 8’ x 20’ HH DNV 2.7-1 Basket is an all-purpose transporter that features a side door for side loading.

This package is engineered/constructed to handle various size items during all types of offshore operations 
in any weather. The Tiger 8’ x 20’ DNV 2.7-1 Half Height Basket with a Door is designed for offshore dynamic 
lifting in accordance with the provisions of IMO 860, DNV 2.7-1, EN 12079, API RP 2A and SEPco document 
OPS 0055.

6,058 mm [238.5”][19’10.5”]
5,742 mm [226”][18’10”]

2,094 mm [82”][6’10”]

2,438 mm [96”][8’]

1,438 m
m

 [56”][4’8.375”]

1,099 m
m

 [43”][3’7”]
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UPSTREAMUU MM DRILLINGSURFACE RENTAL PACKAGE

I.D. WIPER (MUD DOG)
S P E C I F I C A T I O N S
The Mud Dog can be dressed 
to work in 2 3/8” tubing, 7” 
casing as well as the following 
pipe sizes:
• 2 7/8”
• 4.5”
• 5 7/8”
• 3”

• 4”
• 5”
• 5.5”
• 6 5/8”

MUD BUCKET
S P E C I F I C A T I O N S
• All Aluminum Con-

struction
• On-board Lubrica-

tion System
• Easily Replaceable 

Plumbing
• Low Maintenance
• Durable

4,000 WATT PORTABLE LIGHT TOWER
E L E C T R I C  O R  M A N U A L  W I N C H
S P E C I F I C A T I O N S
• Trailer Mount: 

- Length - 173”
- Width -  50”
- Height -  70”

• Max Height - 32’
• Weight - 1,644 LBS

• Fuel Cap. 30 GAL
• Run Time - 48 HR
• Lumen - 440,000
• 2” Ball Hitch
• Light Coverage 5-7 Acres
• Sound Level 66 DB

528 GALLON DOUBLE WALL FUEL TANK
S P E C I F I C A T I O N S
• 87” x 46” x 52”
• 110% Secondary Contain-

ment
• Internal Baffles
• 1,825 LBS Empty/5,574 LBS 

Full
• Secure Hose Access
• Full Load Lifting Eyes
• Tie Down Points
• Direct to Machinery Fuel 

Ports

O P T I O N A L  A C C E S S O R I E S
• 16’ Tandem Trailer
• 110V Fuel Pump
• Fuel Pump - 12V Fuel Pump 

& Solar Panel
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UPSTREAMUU MM DRILLINGSURFACE RENTAL PACKAGE

8’ X 40’ & 8’ X 20’ RIG MATS
M A T  O P T I O N S

125 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S
• L x W x H - 12’ X 6’ X 8’
• Standby Output - 110 KW
• Prime Output - 100 KW
• Weight - 6,900 LBS
• Fuel Cap - 169 GAL

45 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S
• L x W x H -  12’ x 6’ x 8’
• Standby Output - 37 KW 
• Prime Output - 36 KW
• Weight - 2,940 LBS
• Fuel Cap - 30 GAL
• Run Time - 22 HRS

O P T I O N A L  A C C E S S O R I E S  
• 12 X 12 Containment Berm
• 50’ Ext. Cord
• Aux. Fuel Tank
• Dist. Box 100 Amp

O P T I O N A L  A C C E S S O R I E S  
• 12 X 12 Containment Berm
• 50’ Ext. Cord
• Aux. Fuel Tank
• Dist. Box 100 Amp.

•  6” X 6” Horizontally Placed Treated  
Wood Cross Members

• Oak Cross Members 
• Size Up to 12’ Wide and 60’ Long

• Additional Reinforced Lifting Slots
• Boxed Sides
• Additional Surface Treatment
• End Cap Ramps
• Additional Longitudinal Beams

AMP DRAW
• 1PH 120V - 100 AMPS
• 1PH 240V -   50 AMPS
• 3PH 240V - 108 AMPS
• 3PH 480V -   54 AMPS

FUEL CONSUMPTION
• Full Load 3.1 GPH
• 3/4 Load 2.2 GPH
• 1/2 Load 1.6 GPH

AMP DRAW
• 1PH 120V - 277 AMPS
• 1PH 240V - 139 AMPS
• 3PH 240V - 300 AMPS
• 3PH 480V - 150 AMPS

FUEL CONSUMPTION
• Full Load 7.3 GPH
• 3/4 Load 5.7 GPH
• 1/2 Load 4.0 GPH
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UPSTREAMUU MM DRILLINGSURFACE RENTAL PACKAGE

TIGER 8’ X 16’ ECOMATS™
S P E C I F I C A T I O N S

THE SAFER, TOUGHER ECOMAT™. THAT’S THE MARK OF TIGER.

TM

Better for Environment

.05% absorption rate
Easily cleaned
Less solids buildup

No broken boards
Fire rated

No gaps in boards

No cable loops or chains

Safer lifting design
Static inhibited

Safer

More Durable

Synthetic material
3-ply laminated
Bolted, not nailed

• Weight - 2,950 LBS +/- 2%
• 128 SQ FT Coverage
• 3 Ply - 8’ x 16’
• .05% Absorption Rate
• Load Bearing Weight - in Excess of 1,000 PSI
• Galvanized 3 Channel Runners
• ASME B30 Lifting Standards
• ASTM E84 Class 2 (B) Flame Spread Index 

Rated
• Synthetic Material Designed with UV Inhibitors
• Anti-Static Inhibitors
• Engineered Work Surface for Safety
• Mats are 100% Recyclable
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UPSTREAMUU MM DRILLINGSURFACE RENTAL PACKAGE

8’ X 40’ SAFETY COOL-DOWN BUILDING
S P E C I F I C A T I O N S
• W x L x H -  8’ x 40’ x 8’6”
• Weight – 20,000 LBS
• (4) Lifting Lugs
• (2) HVAC – 18,000 BTU Units, Non-Classified 

Electrical
• Insulated
•  (1) 240 V, 100 A, Single Phase, Non-Classified 

Electrical
• (2) Blast Rated Doors
• (2) Blast Rated Windows
• (6) 4’ Long Dual Bulb Fluorescent Lights
• (6) Duplex Electrical Outlets
• (3) Data Ports
• (3) Phone Ports
• (1) Fire Extinguisher
• (2) Emergency Exit Lights
•  Interior Wall Covering - 3/4” Industrial Grade 

Plywood
• Heavy Industrial Rubberized Tile Floors
•  Exterior Paint - Direct To Metal, Rust Inhibiting, 

High Solids Urethane (Steel Grit Blast Prep)
• (2) Smoke Detectors
• Cables and Plugs*
• Certified Lifting Sling*

O P T I O N A L  A D D I T I O N A L  U P G R A D E S
• Tool/Material Racks And Cabinets
• Wireless/Radio Signal Amplifier

* Upstream and Midstream applications only
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UPSTREAMUU MM
COMPLETIONSFRAC PACKFRAC PACK

FLARE TRAILER
S P E C I F I C A T I O N S
• Folding 6” x 60’ NACE Gooseneck Trailer 

Mounted
• Cable Guides
• 20’ Outriggers
• Tool Box
• Battery
• Propane Tank with Regulator
• Dual 7,000 LBS Axles
• 10,000 LBS Jacks with Electronic Igniter
• Pilot with T/C to Prove Pilot Ignition
• Inlet Connect - 6” 150 LBS RF
• 6” 1503 RF x 3” 1502 Adapter
• Extra Pilot Gas Inlet
• Liquid Collector
• 20” x 8’ with Site Glass Connections Only
• 2” Drain Valve
• 2” 206 Female Union Welded onto 2” Hands 

Flare Line to Acts as 2” Flare Stack
• Overall Size for Hauling L x W - 37’ 3” x 7’ 2” 
• Dimensions when Erected W x H - 40’ 4.5” x 

60’ 8.5” 
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UPSTREAMUU MM
COMPLETIONSFRAC PACKFRAC PACK

15K SAND TRAP
S P E C I F I C A T I O N S
• Type - L-Skid Vertical Sand Trap
• Design Pressure - 15,000 MAWP; 22,500 PSI Hydrostatic Tested
• Shell - 17” OD x 9.5” ID x 3/4” Thick Wall; 9’4” Long
• Heads - 3” ID x 17” OD x 10.5 Long, SA 350 LF2 Material; 4”
• ID x 17” OD x 10.5” Long, SA 350 LF2 Material
• Welds - FCAW/Semiautomatic, X-Ray Inspected
• PWHT - Vessel Post Weld Heat Treated
• Inlet - 2” 1,502 WECO Female Hammer Union
• Outlet - 2” 1,502 WECO Male Hammer Union
• Sand Dump - 2” 1,502 WECO Male Hammer Union
• Valves - 2” Inlet, Outlet, and Bypass Gate Valves; Gate Valve
• Assembly, Manual Model
• SGC-2; 2-1/16” API Flange, API 6A 19th Edition PSL-2
• Skid - L Skid Frame w/ Pull Pipe at Top Vessel End; 20’ x 5’
• 9.75” x 6’ 11.5”
• Weight - Approximately 16,000 lbs
• Certification - Built to API 6A PSL 3 Standards

SAND SEPARATOR
S P E C I F I C A T I O N S
• 3,000 - 5800 PSI
• ASME “U” Stamp, Section VIII, Div 1 Pressure Vessel
• Each Vessel National Board Registered
• Type L - Skid Vertical Sand Trap
• Design - 5,800 PSI MAWP @ 100 Degrees F Pressure - 7,800 PSI 

Hydrostatic Test
• Inlet - 3” 1502 Female (Thread End) Hammer Union Located on 

Vessel Side, Below Upper Head
• Sand out - 2 - 2” 1502 Male (Wing End) Hammer Unions. Locat-

ed 180 Degrees Apart on Vessel Side Above Bottom Head
• Clean-out - 2” 1502 Male (Wing End) Hammer Union Located 

on Bottom Center of Bottom Head
• Gas Out - 3” 1502 Male (Wing End) Hammer Union. Located on 

Top Center of Top Head

WITH 8" 20' SUCTION PIPE 

10" X 30' ALUMINUM PIPE

WITH 8" 20' SUCTION PIPE WITH 8" 20' SUCTION PIPE 



U
P

S
T

R
E

A
M

 -
 C

O
M

P
L

E
T

IO
N

S

24  | Tiger Industrial Rentals www.tigerindustrialrentals.com | 1.888.866.0047

UPSTREAMUU MM
COMPLETIONSFRAC PACK

10” X 8” WATER TRANSFER PUMP - 325 HP
S P E C I F I C A T I O N S
• 10 X 8 Pump with Redi-Prime Vacuum Assisted Priming
• Run-Dry Mechanical Seal Lube
• John Deere 6,090 325 HP Engine
• Integral Fuel Tank Capacity - 190 GAL
• Maximum Flow - 4,900/GPM
• 350’ Total Dynamic Head

10” X 8” WATER TRANSFER PUMP - 600 HP
S P E C I F I C A T I O N S

H

ssisted 

HP

ssisted Priming

10” X 8” WATER TRANSFER PUMP - 325 HHP

• 10 X 8 Pump with Redi-Prime 
Vacuum Assisted Priming

• Run-Dry Mechanical Seal Lube
• John Deere H485 600 HP Engine
• Integral Fuel Tank Capacity - 180 

GAL

• Maximum Flow - 7,250/GPM
• 445’ Total Dynamic Head

6” X 6” DIESEL VAC ASSIST (SUPER 6) PUMP 
S P E C I F I C A T I O N S
• 14.00” Impeller
• Weight - 3,290 LBS
• Horsepower - 174 HP
• Fuel Cap - 148 GAL
• Run Time - 56 HR
• Max Flow – 2,800 GPM
• Max Head - 295'
• Solids Diameter – 3”
• Dry Prime up to 28’ with Automatic 

Re-Priming
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UPSTREAMUU MM
COMPLETIONSFRAC PACK

6” X 3” HIGH HEAD VAC ASSIST PUMP
S P E C I F I C A T I O N S
• 15.22” Impeller
• Horsepower – 174 HP
• Fuel Capacity – 190 GAL
• Max Flow – 1,070 GPM
• Max Head – 480’
• Dry Prime up to 28’ with Automatic 

Re-Priming

VAC

Fuel Capacity – 190 GAL

Dry Prime up to 28’ with Automatic 

VAC ASSIST PUMP

Fuel Capacity – 190 GAL

Dry Prime up to 28’ with Automatic 

6” X 6” VAC ASSIST (SUPER 6) PUMP WITH NEDOX COATING
S P E C I F I C A T I O N S
• 14.00” Impeller
• Weight - 3,290 LBS
• Horsepower - 174 HP
• Fuel Cap - 148 GAL
• Run Time - 56 HR
• Max Flow – 2,800 GPM
• Max Head - 295’
• Solids Diameter – 3”
• Dry Prime up to 28’ with Automatic Re-Priming
• Operating Temps from -250°F (-157°C) to 550°F 

(288°C)
• Chemical, Acid and Alkaline Resistance
• Self-lubricating, Non-porous, Non-wetting Surface Characteristics
• Compliance with Industry Standards Including:  ASTM B656 and ASTM B733, USDA and FDA, REACH Com-

pliant, Meets and Exceeds Mil-C-26074 Class 1 - 4 and AMS 2404 and 2405

6” VAC ASSIST PUMP
S P E C I F I C A T I O N S
• 11.00” Trimmed Impeller
• Horsepower – 74HP
• Fuel Capacity – 90 GAL
• Max Flow – 3,400 GPM
• Max Head – 200’
• Dry Prime up to 28’ with Automatic Re-

Prime
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UPSTREAMUU MM
COMPLETIONSFRAC PACK

12’ / 24’ ROAD CROSSING MANIFOLD
S P E C I F I C A T I O N S  
12' MANIFOLD     
• Length - 12'
• Width - 48" 
• Height - 6"
• Inlet / Outlet 12" or  8" 150 Flange 
• 80 PSI Max Pressure

24' MANIFOLD     

• Length - 24’
• Width - 48"
• Height - 6"
• Inlet / Outlet 12" or  8" 150 Flange
• 80 PSI Max Pressure

GENERATOR WITH WATER TANK COMBO UNIT
25 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S
• L x W x H - 10’ x 5’ x 5’
• Standby Output - 22 KW 
• Prime Output - 20 KW     
• Weight - 2,200 LBS
• Fuel Cap - 42 GAL
• Run Time - 30 HRS

500 GALLON WATER TRAILER   
S P E C I F I C A T I O N S
• L x W x H - 19’ x 8’ x 6’  
• Weight - 3,000 LBS 
• GPM: 198

O P T I O N A L   A C C E S S O R I E S  
• 2” x 50’ Dis. Hose
• 55 Gallon Drum Tiger Soap
• Capacity - 500 GAL
• 12 X 12 Containment Berm
• 50’ Ext. Cord
• Aux. Fuel Tank
• Dist. Box 100 AMP 

AMP DRAW
• 1PH 120V - 55 AMPS
• 1PH 240V - 27 AMPS
• 3PH 240V - 60 AMPS
• 3PH 480V - 30 AMPS

FUEL CONSUMPTION
• Full Load 1.65 GPH
• 3/4 Load 1.3 GPH
• 1/2 Load 0.9 GPH
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UPSTREAMUU MM
COMPLETIONS

500 GALLON WATER TRAILER   
S P E C I F I C A T I O N S
• L x W x H - 19’ x 8’ x 6’  
• Weight - 3,000 LBS 
• GPM: 198

O P T I O N A L   A C C E S S O R I E S  
• 2” x 50’ Dis. Hose
• 55 Gallon Drum Tiger Soap
• Capacity - 500 GAL
• 12 X 12 Containment Berm
• 50’ Ext. Cord
• Aux. Fuel Tank
• Dist. Box 100 AMP 

S P E C I F I C A T I O N S   
• 6 GPM 
• Temperatures to 160°
• 25 HP Kubota Diesel
• Trailer Mount Dimensions -

19’L x 8’W x 6’H
• Skid Mount Dimensions

54”L x 48”W x 50”H
• Weight: 6,500 LBS 
• Fuel Cap - 18 GAL
• Run Time - 4 HRS
• 325 GAL Water Tank
• 2” or 2 5/16” Trailer Ball

O P T I O N A L  A C C E S S O R I E S 
•  T u r b o  N o z z l e
• 3/8” X 50’ Pressure  Hose 
• Foot Pedal

• Flex Lance
• Double Trigger Gun
• Ext. Wand
• 30” Hydro Mower

4,000 WATT PORTABLE LIGHT TOWER
E L E C T R I C  O R  M A N U A L  W I N C H
S P E C I F I C A T I O N S

4,000 PSI TRAILER MOUNT  HOT WATER PRESSURE WASHER 2-SKIDS ON ONE TRAILER 
(DOUBLE TROUBLE) 

FRAC PACK

4,000 PSI TRAILER MOUNT HOT WATER PRESSURE WASHER 

Trailer Mount Dimensions -

Skid Mount Dimensions

all

• 30” Hydro Mower
Trailer Mount Dimensions -

• 30” Hydro Mower

• Trailer Mount: 
- Length - 173”
- Width -  50”
- Height -  70”

• Max Height - 32’
• Weight - 1,644 LBS

• Fuel Cap. 30 GAL
• Run Time - 48 HR
• Lumen - 440,000
• 2” Ball Hitch
• Light Coverage 5-7 Acres
• Sound Level 66 DB

S P E C I F I C A T I O N S
• 6 GPM 
• Temperatures to 160°
• 25 HP Kubota Diesel
• Trailer Mount Dimensions -
 19’L x 8’W x 6’H
• Skid Mount Dimensions
 54”L x 48”W x 50”H
• Weight - 8,000 LBS 
• Fuel Cap - 36 GAL 
• Run Time - 4 HRS 
• 325 GAL Water Tank
• 2” or 2 5/16” Trailer Ball 

O P T I O N A L  A C C E S S O R I E S 
•  T u r b o  N o z z l e
• 3/8” X 50’ Pressure  Hose 
• Foot Pedal

• Flex Lance
• Double Trigger Gun
• Ext. Wand
• 30” Hydro Mower
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UPSTREAMUU MM
COMPLETIONSFRAC PACK

125 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S
• L x W x H - 12’ X 6’ X 8’
• Standby Output - 110 KW
• Prime Output - 100 KW
• Three Phase - 208-240V/300A, 416-480V/150A
• Weight - 6,900 LBS
• Fuel Cap - 169 GAL

45 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S
• L x W x H -  12’ x 6’ x 8’
• Standby Output - 37 KW 
• Prime Output - 36 KW

• Weight - 2,940 LBS
• Fuel Cap - 30 GAL
• Run Time - 22 HRS

85 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S
• L x W x H -  2’ X 6’ X 8’
• Standby Output - 70 KW 
• Prime Output - 66 KW 
• Weight - 5,000 LBS
• Fuel Cap - 127 GAL
• Run Time - 22 HRS

AMP DRAW
• 1PH 120V - 100 AMPS
• 1PH 240V -   50 AMPS
• 3PH 240V - 108 AMPS
• 3PH 480V -   54 AMPS

FUEL CONSUMPTION
• Full Load 3.1 GPH
• 3/4 Load 2.2 GPH
• 1/2 Load 1.6 GPH

AMP DRAW
• 1PH 120V - 188 AMPS
• 1PH 240V -   95 AMPS
• 3PH 240V - 204 AMPS
• 3PH 480V - 102 AMPS

FUEL CONSUMPTION
• Full Load 5.5 GPH
• 3/4 Load 3.8 GPH
• 1/2 Load 2.6 GPH

AMP DRAW
• 1PH 120V - 277 AMPS
• 1PH 240V - 139 AMPS
• 3PH 240V - 300 AMPS
• 3PH 480V - 150 AMPS

FUEL CONSUMPTION
• Full Load 7.3 GPH
• 3/4 Load 5.7 GPH
• 1/2 Load 4.0 GPH

GENERATOR ACCESSORIES
O P T I O N A L  A C C E S S O R I E S     
• 12 X 12 Containment Berm • 50’ Ext. Cord • Aux. Fuel Tank  • Dist. Box 100 Amp.
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UPSTREAMUU MM
COMPLETIONSFRAC PACK

TIGER 8’ X 16’ ECOMATS™
S P E C I F I C A T I O N S
• Weight - 2,950 LBS +/- 2%
• 128 SQ FT Coverage
• 3 Ply - 8’ x 16’
• .05% Absorption Rate
• Load Bearing Weight - in Excess of 

1,000 PSI
• Galvanized 3 Channel Runners
• ASME B30 Lifting Standards
• ASTM E84 Class 2 (B) Flame Spread 

Index Rated
• Synthetic Material Designed with UV 

Inhibitors
• Anti-Static Inhibitors
• Engineered Work Surface for Safety
• Mats are 100% Recyclable

Better for Environment

.05% absorption rate
Easily cleaned
Less solids buildup

No broken boards
Fire rated

No gaps in boards

No cable loops or chains

Safer lifting design
Static inhibited

Safer

More Durable

Synthetic material
3-ply laminated
Bolted, not nailed

THE SAFER, TOUGHER ECOMAT™. THAT’S THE MARK OF TIGER.

TM
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UPSTREAMUU MM
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MONORAIL TRAILER
S P E C I F I C A T I O N S
• 22’ Dual-Tandem Gooseneck Trailer
• 2 - 8,000 LB Axles
• Shipping Weight - 16,000 GVWR
• 2 - 10,000 LB Front Stabilizer Jacks
• 2 - 7,000 LB Rear Stabilizer Jacks
• 1 - 2,000 LB Hoist with Galvanized 

Lifting Chains
• 36 - Pipe Racks with Locking Rods 

and Pins
• Parts Basket

3 PHASE SEPARATOR
S P E C I F I C A T I O N S
• Built and U-Stamped to ASME Section VIII Division 1 
• 1,440 PSI CWP
• Shipping Weight - 21,800 GVWR (Including Trailer)
• Production Weight - 16,000 Gross (Vessel and Piping)
• 6” Inlet (2” Sch. 80 Piped to Vessel Inlet) with 2” Sch. 80 Full 

Vessel Bypass
• 2” Liquid Dump Lines with Liquid Turbine Meters on 

Bypass for Full Flow Measurement.
• 2” Solids Trap and Blow-Down
• Single 3” 600 LB x 4” 150 LB PSV Sys-

tem Set at 1,325 PSI
• 9” Reflective Sight Glasses
• Hi - Level Shut-Off Controller
• Vane - Type Mist Extractor
• Scanner 2,000 Flow Computer
• 25’ Dual Tandem Gooseneck Trailer with 2 - 12.5k Axles (5,600 Gross 

Weight)
• Certified for NACE MR01 - 75

6” Inlet (2” Sch. 80 Piped to Vessel Inlet) with 2” Sch. 80 Full 

iquid Turbine Meters on 

25’ Dual Tandem Gooseneck Trailer with 2 - 12.5k Axles (5,600 G

6” Inlet (2” Sch. 80 Piped to Vessel Inlet) with 2” Sch. 80 Ful

iquid Turbine Meters on 

25’ Dual Tandem Gooseneck Trailer with 2 - 12.5k Axles (5,600 Gross 

528 GALLON DOUBLE WALL FUEL TANK
S P E C I F I C A T I O N S
• 87” x 46” x 52”
• 110% Secondary Contain-

ment
• Internal Baffles
• 1,825 LBS Empty/5,574 LBS Full
• Secure Hose Access
• Full Load Lifting Eyes
• Tie Down Points
• Direct to Machinery Fuel Ports

O P T I O N A L  A C C E S S O R I E S
• 16’ Tandem Trailer
• 110V Fuel Pump
• Fuel Pump - 12V Fuel Pump & 

Solar Panel
• 
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UPSTREAMUU MM
COMPLETIONS

8’ X 40’ SAFETY COOL-DOWN BUILDING
S P E C I F I C A T I O N S
• W x L x H - 8’ x 40’ x 8’6”
• Weight – 20,000 LBS
• (4) Lifting Lugs
• (2) HVAC – 18,000 BTU Units, 

Non-Classified Electrical
• Insulated
•  (1) 240 V, 100 A, Single Phase, 

Non-Classified Electrical
• (2) Blast Rated Doors
• (2) Blast Rated Windows
• (6) 4’ Long Dual Bulb Fluorescent Lights
• (6) Duplex Electrical Outlets
• (3) Data Ports
• (3) Phone Ports
• (1) Fire Extinguisher
• (2) Emergency Exit Lights
•  Interior Wall Covering - 3/4” Industrial Grade Ply-

wood
• Heavy Industrial Rubberized Tile Floors
•  Exterior Paint - Direct To Metal, Rust Inhibiting, High 

Solids Urethane (Steel Grit Blast Prep)
• (2) Smoke Detectors
• Cables and Plugs*
• Certified Lifting Sling*

O P T I O N A L  A D D I T I O N A L  U P G R A D E S
• Tool/Material Racks And Cabinets
• Wireless/Radio Signal Amplifier

* Upstream and Midstream applications only 

FRAC PACK
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85 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S

AMP DRAW
• 1PH 120V - 188 AMPS
• 1PH 240V -   95 AMPS
• 3PH 240V - 204 AMPS
• 3PH 480V - 102 AMPS

FUEL CONSUMPTION
• Full Load 5.5 GPH
• 3/4 Load 3.8 GPH
• 1/2 Load 2.6 GPH

45 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S

AMP DRAW
• 1PH 120V - 100 AMPS
• 1PH 240V -   50 AMPS
• 3PH 240V - 108 AMPS
• 3PH 480V -   54 AMPS

FUEL CONSUMPTION
• Full Load 3.1 GPH
• 3/4 Load 2.2 GPH
• 1/2 Load 1.6 GPH

• L x W x H -  12’ x 6’ x 8’
• Standby Output - 37 KW 
• Prime Output - 36 KW
• Weight - 2,940 LBS

• Fuel Cap - 30 GAL
• Run Time - 22 HRS

• L x W x H -  2’ X 6’ X 8’
• Standby Output - 70 KW 
• Prime Output - 66 KW 

• Weight - 5,000 LBS
• Fuel Cap - 127 GAL
• Run Time - 22 HRS

GENERATOR ACCESSORIES
O P T I O N A L  A C C E S S O R I E S     
• 12 X 12 Containment Berm • 50’ Ext. Cord • Aux. Fuel Tank  • Dist. Box 100 Amp.

25 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S

AMP DRAW
• 1PH 120V - 55 AMPS
• 1PH 240V - 27 AMPS
• 3PH 240V - 60 AMPS
• 3PH 480V - 30 AMPS

FUEL CONSUMPTION
• Full Load 1.65 GPH
• 3/4 Load 1.3 GPH
• 1/2 Load 0.9 GPH

• L x W x H - 10’ X 5’ X 5’
• Standby Output - 22 KW 
• Prime Output - 20 KW 

• Weight - 2,200 LBS
• Fuel Cap - 42 GAL
• Run Time - 30 HRS
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UPSTREAMUU MM PRODUCTIONGENERATORS 

100 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S

AMP DRAW
• 1PH 120V - 222 AMPS
• 1PH 240V - 111 AMPS
• 3PH 240V - 241 AMPS
• 3PH 480V - 120 AMPS

FUEL CONSUMPTION
• Full Load 6.0 GPH
• 3/4 Load 4.8 GPH
• 1/2 Load 3.4 GPH

• L x W x H - 12’ x 6’ x 8’
• Standby Output - 88 KW 
• Prime Output - 80 KW   

• Weight - 6,900 LBS
• Fuel Cap - 214 GAL
• Run Time - 21 HRS

125 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S

AMP DRAW
• 1PH 120V - 277 AMPS
• 1PH 240V - 139 AMPS
• 3PH 240V - 300 AMPS
• 3PH 480V - 150 AMPS

FUEL CONSUMPTION
• Full Load 7.3 GPH
• 3/4 Load 5.7 GPH
• 1/2 Load 4.0 GPH

• L x W x H - 12’ X 6’ X 8’
• Standby Output - 110 KW
• Prime Output - 100 KW

• Weight - 6,900 LBS
• Fuel Cap - 169 GAL

150 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S

AMP DRAW
• 1PH 120V - 333 AMPS
• 1PH 240V - 166 AMPS
• 3PH 240V - 361 AMPS
• 3PH 480V - 180 AMPS

FUEL CONSUMPTION
• Full Load 8.4 GPH
• 3/4 Load 6.5 GPH
• 1/2 Load 4.9 GPH

• L x W x H - 12’ x 6’ x 8’
• Standby Output - 132 KW 
• Prime Output- 120 KW   

• Weight - 9,278 LBS
• Fuel Cap - 214 GAL
• Run Time - 25 HRS

220 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S  

Tiger Industrial Rentals | 35 

AMP DRAW
• 1PH 120V - 488 AMPS
• 1PH 240V - 244 AMPS
• 3PH 240V - 529 AMPS
• 3PH 480V - 264 AMPS

FUEL CONSUMPTION
• Full Load 13.6 GPH
• 3/4 Load 10.4 GPH
• 1/2 Load 7.7 GPH

• Trailer Mount L x W x H - 16’ x 6’ x 8’
• Standby Output - 194 KW
• Prime Output - 176 KW

• Weight: 6,900 LBS
• Fuel Cap: 214 GAL
• Run Time: 21 HRS
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130 KW WELL GAS / LP GENERATOR
S P E C I F I C A T I O N S
• Automatic Fluid Dumping System with Safety Shut-off Switch
• Secondary Fluid Separator
• Fuel Consumption NG @ Full Load- CFH (M³/H) - 1539 (43.6)
• Fuel Consumption LP @ Full Load- CFH (M³/H) - 617 (14.7)
• Voltages - 120/208, 277/480 3- Phase
• Prime Rating KWE/KVA - 130/163
• Nominal Rating KWE/KVA - 150/187
• Approved to Run on Non-Utility Gas
• EPA Compliant
• 480V 3PH
• 200 AMP
• 33.12 MMBTU Per Day

462  KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S
• L x W x H - 18’ x 6’ x 8’
• Prime Output -  370 KW, 462 KVA
• Weight - 15,000 LBS
• Fuel Cap - 388 GAL
• Run Time - 21HRS

ENERATOR

FUEL CONSUMPTION
• Full Load 19 GPH

AMP DRAW
• 3PH 240V - 645 AMPS
• 3PH 480V - 449 AMPS

300 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S
• Trailer Mount L x W x H - 16’ X 6’ X 11’
• Standby Output - 264 KW
• Prime Output - 240 KW       
• Weight - 13,000 LBS
• Fuel Cap - 300 GAL
• Run Time - 21 HRS

              

AMP DRAW
• 1PH 120V - 667 AMPS
• 1PH 240V - 333 AMPS
• 3PH 240V - 722 AMPS
• 3PH 480V - 361 AMPS

FUEL CONSUMPTION
• Full Load 15 GPH
• 3/4 Load 14 GPH
• 1/2 Load 11 GPH
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25 KVA PORTABLE GENERATOR

500 GALLON WATER TRAILER   
S P E C I F I C A T I O N S
• L x W x H - 19’ x 8’ x 6’  
• Weight - 3,000 LBS 
• GPM: 198

S P E C I F I C A T I O N S
• L x W x H - 10’ X 5’ X 5’
• Standby Output - 22 KW 
• Prime Output - 20 KW 
• Weight - 2,200 LBS
• Fuel Cap - 42 GAL
• Run Time - 30 HRS

AMP DRAW
• 1PH 120V - 55 AMPS
• 1PH 240V - 27 AMPS
• 3PH 240V - 60 AMPS
• 3PH 480V - 30 AMPS

FUEL CONSUMPTION
• Full Load 1.65 GPH
• 3/4 Load 1.3 GPH
• 1/2 Load 0.9 GPH

GENERATOR WITH WATER TANK COMBO UNIT

528 GALLON DOUBLE WALL FUEL TANK
S P E C I F I C A T I O N S
• 87” x 46” x 52”
• 110% Secondary Containment
• Internal Baffles
• 1,825 LBS Empty/5,574 LBS Full
• Secure Hose Access
• Full Load Lifting Eyes
• Tie Down Points
• Direct to Machinery Fuel Ports
• 
O P T I O N A L  A C C E S S O R I E S
• 16’ Tandem Trailer
• 110V Fuel Pump
• Fuel Pump - 12V Fuel Pump & Solar Panel

O P T I O N A L   A C C E S S O R I E S  
• 2” x 50’ Dis. Hose
• 55 Gallon Drum Tiger Soap
• Capacity - 500 GAL
• 12 X 12 Containment Berm

• 50’ Ext. Cord
• Aux. Fuel Tank
• Dist. Box 100 AMP 
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That’s the 
mark of 

Tiger.

When it comes to supplying 
essential industrial equipment, 
you need a company that 
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MIDSTREAMMIDSTREAMMATS

TIGER 8’ X 16’ ECOMATS™
S P E C I F I C A T I O N S
• Weight - 2,950 LBS +/- 2%
• 128 SQ FT Coverage
• 3 Ply - 8’ x 16’
• .05% Absorption Rate
• Load Bearing Weight - in Excess of 1,000 PSI
• Galvanized 3 Channel Runners
• ASME B30 Lifting Standards
• ASTM E84 Class 2 (B) Flame Spread Index Rated
• Synthetic Material Designed with UV Inhibitors
• Anti-Static Inhibitors
• Engineered Work Surface for Safety
• Mats are 100% Recyclable

Better for Environment

.05% absorption rate
Easily cleaned
Less solids buildup

No broken boards
Fire rated

No gaps in boards

No cable loops or chains

Safer lifting design
Static inhibited

Safer

More Durable

Synthetic material
3-ply laminated
Bolted, not nailed

WHEN BUILDING YOUR SAFETY PROGRAM,
MAKE THIS THE CORNERSTONE.

TM
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W-440 TRIPLEX PUMP
S P E C I F I C A T I O N S
The W-440 pump is unitized with a series 60, Tier 3 Detroit engine, Allison 750 transmission, remote controls 
and a centrifugal and charging pump.

M I N G P M G P H B P M B P H S P M M A X P S I G P M G P H B P M B P H S P M
3” LINER 13.5 814.5 0.325 19.3 24.6 3” LINER 3,327 204 9,411.3 3.73 224.0 284.9

3.5” LINERS 18.4 1,108.6 0.439 26.3 24.6 3.5” LINERS 2,816 240 12,809.8 5.00 304.9 284.9

4” LINERS 24.1 1,448.0 0.574 34.4 24.6 4” LINERS 2,169 313 16,731.2 6.63 398.3 284.9

4.5” LINERS 30.5 1,832.7 0.727 43.6 24.6 4.5” LINERS 1,710 397 21,175.4 8.40 504.1 284.9

W O R K I N G  P R E S S U R E S  5 0  P S I  T O  3 , 0 0 0  P S I  ( O P T I O N  F O R  5 , 0 0 0  P S I  W H E N  P U M P  E Q U I P P E D )

G P M  =  G A L L O N S  P E R  M I N U T E G P H  =  G A L L O N S  P E R  H O U R B P M  =  B A R R E L S  P E R  M I N U T E

B P H  =  B A R R E L S  P E R  H O U R S P M  =  S T O K E S  P E R  M I N U T E

L I N E R  O P T I O N S

• Package Dimensions - 25’L x 8’3”W x 7’10”H
• Weight - 20,500 LBS
• Rated Engine HP - 425 HP
• Rated Input HP to Pump - 440 HP
• Fuel Tank Capacity - 100 GAL
• Pump Speed Rating - 320 Cycles/Minute
• Stroke Length - 6”
• Fluid End Working Pressure - 5,000 PSI 
•  Discharge Connection Size - 2” 

• Piston Size - 4 1/2” 
• Suction Connection Size - 6” 
• Accessory Connection Size - 2” NPT
• Maximum Piston & Liner Size - 4 1/2”
• Valve Size - API-4
• Piston Rod End - SA-4
• Internal Gear Ratio - 4.578:1
• Pump Weight - 8,940 LBS
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6” X 6” WET PRIME PUMP
S P E C I F I C A T I O N S
• Weight - 2,450 LBS
• Horsepower - 74 HP
• Fuel Capacity - 40 GAL
• Run Time - 22 HRS
• Max Flow - 1,680 GPM
• Max Head - 170’
• Solids Diameter – 3”
• Trash Clean-out Port

8” X 6” X 14” CENTRIFUGAL DIESEL PUMP
S P E C I F I C A T I O N S
• 11” Impeller
• 174 HP
• Weight - 7,700 LBS Wet
• Fuel Capacity: 380 GAL
• Run Time: 24 HRS
• GPM: 3,500
• Flooded Suction
• Max Head: 135’

10” X 8” VAC ASSIST PUMP - 325 HP
S P E C I F I C A T I O N S
• 10 X 8 Pump with Redi-Prime Vacuum Assist-

ed Priming
• Run-Dry Mechanical Seal Lube
• John Deere 6,090 325 HP Engine
• Integral Fuel Tank Capacity - 190 GAL
• Maximum Flow - 4,900/GPM
• 350’ Total Dynamic Head
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4” VAC ASSIST PUMP
S P E C I F I C A T I O N S
• L x W x H - 12” x 16’ 4” x 7’ 7”
• Weight - 3,200 LBS
• Fuel Capacity - 40 GAL
• GPM - 1,350
• 76 HP
• Max Head -130’
• 2 5/16” Ball Hitch
• FI914 Deutz Engine

S P E C I F I C A T I O N S
• 14.00” Impeller
• Weight - 3,290 LBS
• Horsepower - 174 HP
• Fuel Cap - 148 GAL
• Run Time - 56 HR
• Max Flow – 2,800 GPM
• Max Head - 295’
• Solids Diameter – 3”
• Dry Prime up to 28’ with Automatic 

Re-Priming

6” X 6” DIESEL VAC ASSIST (SUPER 6) PUMP

4” TRASH PUMP
S P E C I F I C A T I O N S
• 4” DPT Heavy Duty Series Trash Pump
• GPM - 750
• Max Head -120’
• Self-Priming / 3” Solids Handling
• 76HP Duetz Diesel Engine F4L914 Air 

Cooled
• Heavy Duty Skid / Trailer with Removable 

Axle and Tongue
• 2 5/16 Ball Hitch with Adjustable Channel
• 95 GAL Integrated Fuel Cell
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MIDSTREAMMIDSTREAMLIGHTS, MANIFOLD & PIPE CRADLES

PIPE CRADLES (Patent Pending)

S P E C I F I C A T I O N S
• Designed to hold the bottom of the pipe at a con-

stant 20” height off the ground.
• Weight - 98 LBS
• Galvanized steel and a synthetic alignment Vee - 

No wood rot or chemical absorption.
• Stacked in lots of 10 and can be deployed rapidly 

with a forklift only - no additional labor needed.
• One truckload of pipe cradles is 270 units and that 

will hang 135 joints of pipe and reduce approxi-
mately 7 truckloads of cribbing.

• Easily stacked, deployed, transported, cleaned and 
reloaded back on the truck for the next assignment.

• Reduces dependence on wood cribbing and re-
duce labor.

• A pair of pipe cradles can handle up to 36” OD pipe 
and 4,800 LBS.

4,000 WATT PORTABLE LIGHT TOWER
E L E C T R I C  O R  M A N U A L  W I N C H
S P E C I F I C A T I O N S
• Trailer Mount: 

- Length - 173”
- Width -  50”
- Height -  70”

• Max Height - 32’
• Weight - 1,644 LBS
• Fuel Cap. 30 GAL
• Run Time - 48 HR
• Lumen - 440,000
• 2” Ball Hitch
• Light Coverage 5-7 Acres
• Sound Level 66 DB

12’ / 24’ ROAD CROSSING MANIFOLD
S P E C I F I C A T I O N S  

12’ MANIFOLD  
• Length - 12’
• Width - 48” 
• Height - 6”
• Inlet / Outlet 12” or  8” 

150 Flange 
• 80 PSI Max Pressure

24’ MANIFOLD  
• Length - 24’
• Width - 48”
• Height - 6”
• Inlet / Outlet 12” or  8” 

150 Flange
• 80 PSI Max Pressure



46  | Tiger Industrial Rentals www.tigerindustrialrentals.com | 1.888.866.0047

M
ID

S
T

R
E

A
M

MIDSTREAMMIDSTREAMGENERATORS

85 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S

AMP DRAW
• 1PH 120V - 188 AMPS
• 1PH 240V -   95 AMPS
• 3PH 240V - 204 AMPS
• 3PH 480V - 102 AMPS

FUEL CONSUMPTION
• Full Load 5.5 GPH
• 3/4 Load 3.8 GPH
• 1/2 Load 2.6 GPH

45 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S

AMP DRAW
• 1PH 120V - 100 AMPS
• 1PH 240V -   50 AMPS
• 3PH 240V - 108 AMPS
• 3PH 480V -   54 AMPS

FUEL CONSUMPTION
• Full Load 3.1 GPH
• 3/4 Load 2.2 GPH
• 1/2 Load 1.6 GPH

• L x W x H -  12’ x 6’ x 8’
• Standby Output - 37 KW 
• Prime Output - 36 KW

• Weight - 2,940 LBS
• Fuel Cap - 30 GAL
• Run Time - 22 HRS

• L x W x H -  2’ X 6’ X 8’
• Standby Output - 70 KW 
• Prime Output - 66 KW 

• Weight - 5,000 LBS
• Fuel Cap - 127 GAL
• Run Time - 22 HRS

OPTIONAL GENERATOR ACCESSORIES 
• 12 X 12 Containment Berm • 50’ Ext. Cord • Aux. Fuel Tank  • Dist. Box 100 Amp.

25 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S

AMP DRAW
• 1PH 120V - 55 AMPS
• 1PH 240V - 27 AMPS
• 3PH 240V - 60 AMPS
• 3PH 480V - 30 AMPS

FUEL CONSUMPTION
• Full Load 1.65 GPH
• 3/4 Load 1.3 GPH
• 1/2 Load 0.9 GPH

• L x W x H - 10’ X 5’ X 5’
• Standby Output - 22 KW 
• Prime Output - 20 KW 

• Weight - 2,200 LBS
• Fuel Cap - 42 GAL
• Run Time - 30 HRS

100 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S

AMP DRAW
• 1PH 120V - 222 AMPS
• 1PH 240V - 111 AMPS
• 3PH 240V - 241 AMPS
• 3PH 480V - 120 AMPS

FUEL CONSUMPTION
• Full Load 6.0 GPH
• 3/4 Load 4.8 GPH
• 1/2 Load 3.4 GPH

• L x W x H - 12’ x 6’ x 8’
• Standby Output - 88 KW 
• Prime Output - 80 KW   

• Weight - 6,900 LBS
• Fuel Cap - 214 GAL
• Run Time - 21 HRS
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125 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S

AMP DRAW
• 1PH 120V - 277 AMPS
• 1PH 240V - 139 AMPS
• 3PH 240V - 300 AMPS
• 3PH 480V - 150 AMPS

FUEL CONSUMPTION
• Full Load 7.3 GPH
• 3/4 Load 5.7 GPH
• 1/2 Load 4.0 GPH

• L x W x H - 12’ X 6’ X 8’
• Standby Output - 110 KW
• Prime Output - 100 KW

• Weight - 6,900 LBS
• Fuel Cap - 169 GAL

150 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S

AMP DRAW
• 1PH 120V - 333 AMPS
• 1PH 240V - 166 AMPS
• 3PH 240V - 361 AMPS
• 3PH 480V - 180 AMPS

FUEL CONSUMPTION
• Full Load 8.4 GPH
• 3/4 Load 6.5 GPH
• 1/2 Load 4.9 GPH

• L x W x H - 12’ x 6’ x 8’
• Standby Output - 132 KW 
• Prime Output- 120 KW   

• Weight - 9,278 LBS
• Fuel Cap - 214 GAL
• Run Time - 25 HRS

220 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S  

AMP DRAW
• 1PH 120V - 488 AMPS
• 1PH 240V - 244 AMPS
• 3PH 240V - 529 AMPS
• 3PH 480V - 264 AMPS

FUEL CONSUMPTION
• Full Load 13.6 GPH
• 3/4 Load 10.4 GPH
• 1/2 Load 7.7 GPH

• Trailer Mount L x W x H - 16’ x 6’ x 8’
• Standby Output - 194 KW
• Prime Output - 176 KW

• Weight: 6,900 LBS
• Fuel Cap: 214 GAL
• Run Time: 21 HRS

300 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S

Tiger Industrial Rentals | 47 |

AMP DRAW
• 1PH 120V - 667 AMPS
• 1PH 240V - 333 AMPS
• 3PH 240V - 722 AMPS
• 3PH 480V - 361 AMPS

FUEL CONSUMPTION
• Full Load 15 GPH
• 3/4 Load 14 GPH
• 1/2 Load 11 GPH

• Trailer Mnt - 16’L X 6’W X 11’H
• Standby Output - 264 KW
• Prime Output - 240 KW  

    
 

• Weight - 13,000 LBS
• Fuel Cap - 300 GAL
• Run Time - 21 HRS
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130 KW WELL GAS / LP GENERATOR
S P E C I F I C A T I O N S
• Automatic Fluid Dumping System with Safety Shut-off Switch
• Secondary Fluid Separator
• Fuel Consumption NG @ Full Load- CFH (M³/H) - 1539 (43.6)
• Fuel Consumption LP @ Full Load- CFH (M³/H) - 617 (14.7)
• Voltages - 120/208, 277/480 3- Phase
• Prime Rating KWE/KVA - 130/163
• Nominal Rating KWE/KVA - 150/187
• Approved to Run on Non-Utility Gas
• EPA Compliant
• 480V 3PH
• 200 AMP
• 33.12 MMBTU Per Day

462  KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S
• L x W x H - 18’ x 6’ x 8’
• Prime Output -  370 KW, 462 KVA
• Weight - 15,000 LBS
• Fuel Cap - 388 GAL
• Run Time - 21HRS

ENERATOR

FUEL CONSUMPTION
• Full Load 19 GPH

AMP DRAW
• 3PH 240V - 645 AMPS
• 3PH 480V - 449 AMPS

H2S SCRUBBER SYSTEM
S P E C I F I C A T I O N S
• H2S Scrubber System
• On-board 480V Air Compressor
• 90 GAL Scavenger Fluid Tank with Pneumatic 

Circulation Pump
• Pneumatic Pressure Pump to Discharge Fluid
• Burns .0027 Scavenger Fluid Per PPM of H2S 

Per Day

O P T I O N A L  A C C E S S O R Y  F O R  T H E  1 3 0  K W 
W E L L  G A S  /  L P  G E N E R A T O R
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528 GALLON DOUBLE WALL FUEL TANK
S P E C I F I C A T I O N S
• 87” x 46” x 52”
• 110% Secondary Contain-

ment
• Internal Baffles
• 1,825 LBS Empty/5,574 LBS 

Full
• Secure Hose Access
• Full Load Lifting Eyes
• Tie Down Points
• Direct to Machinery Fuel 

Ports

O P T I O N A L  A C C E S S O R I E S
• 16’ Tandem Trailer
• 110V Fuel Pump
• Fuel Pump - 12V Fuel Pump 

& Solar Panel

S P E C I F I C A T I O N S
• 6 GPM 
• Temperatures to 160°
• 25 HP Kubota Diesel
• Trailer Mount Dimensions -
 19’L x 8’W x 6’H
• Skid Mount Dimensions
 54”L x 48”W x 50”H
• Weight - 8,000 LBS 
• Fuel Cap - 36 GAL 
• Run Time - 4 HRS 
• 325 GAL Water Tank
• 2” or 2 5/16” Trailer Ball 

O P T I O N A L  A C C E S S O R I E S 
•  T u r b o  N o z z l e
• 3/8” X 50’ Pressure  Hose 
• Foot Pedal

• Flex Lance
• Double Trigger Gun
• Ext. Wand
• 30” Hydro Mower

4,000 PSI TRAILER MOUNT  HOT WATER PRESSURE WASHER 2-SKIDS ON ONE TRAILER 
(DOUBLE TROUBLE) 

Trailer Mount Dimensions - 30” Hydro MowerTrailer Mount Dimensions - 30” Hydro Mower

S P E C I F I C A T I O N S   
• 6 GPM 
• Temperatures to 160°
• 25 HP Kubota Diesel
• Trailer Mount Dimensions -
 19’L x 8’W x 6’H
• Skid Mount Dimensions
 54”L x 48”W x 50”H
• Weight: 6,500 LBS 
• Fuel Cap - 18 GAL
• Run Time - 4 HRS
• 325 GAL Water Tank
• 2” or 2 5/16” Trailer Ball

O P T I O N A L  A C C E S S O R I E S 
•  T u r b o  N o z z l e
• 3/8” X 50’ Pressure  Hose 
• Foot Pedal

• Flex Lance

• Double Trigger Gun
• Ext. Wand
• 30” Hydro Mower

4,000 PSI TRAILER MOUNT HOT WATER PRESSURE WASHER 

•• Flex Flex LLanceance

Trailer Mount Dimensions -Trailer Mount Dimensions -

Flex Flex LL
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8’ X 20’ BLAST RESISTANT BUILDING
S P E C I F I C A T I O N S
• Also used as a Cool Down Building
• W x L x H - 8’ x 20’ x 8’6”
• Weight – 12,000 LBS
• (4) Lifting Lugs
• (1) HVAC – Unit, Non-Classified 

Electrical
• Insulated
• (1) 240 V, 100 A, Single Phase,  

Non-Classified Electrical
• (2) Blast Rated Doors
• (1) Blast Rated Windows
• (3) 4’ Long Dual Bulb Fluorescent 

Lights
• (3) Duplex Electrical Outlets
• (2) Data Ports
• (2) Phone Ports
• (1) Fire Extinguisher
• (2) Emergency Exit Lights
• Interior Wall Covering - Plywood
• Heavy Industrial Rubberized Tile 

Floors
• Exterior Paint - Direct To Metal, Rust Inhibiting, High Solids Urethane 

(Steel Grit Blast Prep)
• (2) Smoke Detectors

SIZE PSI 
RATING

DURATION RESPONSE 
LEVEL

8' x 20' 6.3 PSI 800 MS MEDIUM
8’ x 20’ 8.0 PSI 42.5 MS MEDIUM
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Providing the most durable and robust 
rental equipment with a huge fleet of 

inventory.

That’s the mark 
of Tiger.
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MATS

TM

Better for Environment

.05% absorption rate
Easily cleaned
Less solids buildup

No broken boards
Fire rated

No gaps in boards

No cable loops or chains

Safer lifting design
Static inhibited

Safer

More Durable

Synthetic material
3-ply laminated
Bolted, not nailed

TIGER 8’ X 16’ ECOMATS™
S P E C I F I C A T I O N S
• Weight - 2,950 LBS +/- 2%
• 128 SQ FT Coverage
• 3 Ply - 8’ x 16’
• .05% Absorption Rate
• Load Bearing Weight - in Excess 

of 1,000 PSI
• Galvanized 3 Channel Runners
• ASME B30 Lifting Standards

• ASTM E84 Class 2 (B) Flame 
Spread Index Rated

• Synthetic Material Designed 
with UV Inhibitors

• Anti-Static Inhibitors
• Engineered Work Surface for 

Safety
• Mats are 100% Recyclable

»  Also Available in 2x2 and 4x4 Crane Pads  «
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2’ X 2’ ECOMATS™ CRANE PADS
S P E C I F I C A T I O N S
• Nylon Lifting Ropes

4’ X 4’ ECOMATS™ CRANE PADS
S P E C I F I C A T I O N S
• Lifting D-Rings

Lighter than wood for increased freight savings.

Bolted for durability and no nails are left after the job. Compact non-hollow design reduces debris collection. Has D-Rings for e�cient lifting and easy installation. 
Loads, o�oads, lays and moves easily with a forklift.

No toxic liquid absorption - easily washed. No tripping hazards. Safer to walk on. Safer to work on. 

OSHA Approved
ASME B30 Lifting 

Standards

Approved for 
Overhead Lifting

Bolted for durability and no nails are left after the job. Compact non-hollow design reduces debris collection. Has D-Rings for e�cient lifting and easy installation. 

No toxic liquid absorption - easily washed. Lighter than wood for increased freight savings. No tripping hazards. Safer to walk on. Safer to work on. 
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12’ X 40’ BLAST RESISTANT BUILDING
S P E C I F I C A T I O N S
• W x L x H - 12’ 8” x 40’ x 10’ 6”
• 8.0 PSI– 200 M SEC, Medium Response
• (4) Lifting Lugs
• (1) HVAC– Central Air & Heat Class I Div I I - Upgrade 

Included
• (1) 240 V, 100 A, Single Phase, Class I Div I I - External 

Electrical Connection - Upgrade Included
• (2) Blast Rated Doors
• (2) Blast Rated Windows - Upgrade Included
• (3) Smoke Detectors Located In Interior Of Building, 

Connected to a 6-Zone Fire Panel
• (1) Wireless Signal Repeater With Antenna - Up-

grade Included
• (1) Fire Extinguisher
• (8) 4’ Long Dual Bulb Fluorescent Lights
• (2) External Explosion Proof Lights
• (2) Emergency Exit Lights
• (11) Duplex Electrical Outlets
• (10) Data Ports
• (10) Phone Ports
• Interior Wall Covering - .020 Aluminized Textured 

Sheet Rock – Bone White - Upgrade Included
• Heavy Industrial Rubberized Tile Floors - Upgrade 

Included
• Exterior Paint - Direct To Metal, Rust Inhibiting, High 

Solids Urethane
• Data/Phone Connection System – 110 Punch Panel 

and Cat 5 Patch Panel
• Easy Access Plumbing And Sewage Ports

O P T I O N A L  U P G R A D E  O P T I O N S
• LEL and H2S  gas detection 
• Office Partitions
• Bathrooms
• Multi Unit Complexes• Multi Unit Complexes

SIZE PSI 
RATING

DURATION RESPONSE 
LEVEL

12'x40' 8.0 PSI 200 MS MEDIUM

BLAST RESISTANT BUILDINGS
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MULTI-PLEX BUILDINGS

SIZE PSI 
RATING

DURATION RESPONSE 
LEVEL

24'x40' 8.0 PSI 200 MS MEDIUM

SIZE PSI 
RATING

DURATION RESPONSE 
LEVEL

36'x40' 8.0 PSI 200 MSEC MEDIUM

BLAST RESISTANT BUILDINGS
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8’ X 40’ BLAST RESISTANT BUILDING

SIZE PSI 
RATING

DURATION RESPONSE 
LEVEL

8'x40' 6.3 PSI 800 MS MEDIUM
8'x40' 8.0  PSI 42.5 MS MEDIUM

BLAST RESISTANT BUILDINGS

S P E C I F I C A T I O N S
• W x L x H -  8’ x 40’ x 8’6”
• Weight – 22,000 LBS
• (4) Lifting Lugs
• (2) HVAC – 18,000 BTU Units, Non-Classified 

Electrical
• Insulated
• (1) 240 V, 100 A, Single Phase, Non-Classified 

Electrical
• (2) Blast Rated Doors
• (2) Blast Rated Windows
• (6) 4’ Long Dual Bulb Fluorescent Lights
• (6) Duplex Electrical Outlets
• (3) Data Ports
• (3) Phone Ports
• (1) Fire Extinguisher
• (2) Emergency Exit Lights
• Interior Wall Covering - 3/4” Industrial Grade 

Plywood
• Heavy Industrial Rubberized Tile Floors
• Exterior Paint - Direct To Metal, Rust Inhibiting, 

High Solids Urethane (Steel Grit Blast Prep)
• (2) Smoke Detectors

O P T I O N A L  A D D I T I O N A L  U P G R A D E S
• Tool/Material Racks And Cabinets
• Wireless/Radio Signal Amplifier
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8’ X 40’ BLAST RESISTANT TOOL ROOM
S P E C I F I C A T I O N S
• W x L x H - 8’ x 40’ x 8’6”
• Weight – 22,000 LBS
• (4) Lifting Lugs
• (2) HVAC – 18,000 BTU 

Units, Non-Classified Elec-
trical

• Insulated
•  (1) 240 V, 100 A, Single 

Phase, Non-Classified 
Electrical

• (2) Blast Rated Doors
• (2) Blast Rated Windows
• (6) 4’ Long Dual Bulb 

Fluorescent Lights
• (6) Duplex Electrical Out-

lets
• (3) Data Ports
• (3) Phone Ports
• (1) Fire Extinguisher
• (2) Emergency Exit Lights
•  Interior Wall Covering - 3/4” Industrial Grade Plywood
• Heavy Industrial Rubberized Tile Floors
•  Exterior Paint - Direct To Metal, Rust Inhibiting, High Solids 

Urethane (Steel Grit Blast Prep)
• (2) Smoke Detectors

O P T I O N A L  A D D I T I O N A L  U P G R A D E S
• Tool/Material Racks And Cabinets
• Wireless/Radio Signal Amplifier

BLAST RESISTANT BUILDINGS

SIZE PSI 
RATING

DURATION RESPONSE 
LEVEL

8'x40' 6.3 PSI 800 MS MEDIUM
8'x40' 8.0 PSI 42.5 MS MEDIUM
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BLAST RESISTANT BUILDINGS

8’ X 40’ DECON UNIT

SIZE PSI 
RATING

DURATION RESPONSE 
LEVEL

8'x40' 6.3 PSI 800 MS  MEDIUM
8'x40' 8.0 PSI 42.5 MS MEDIUM

8’ X 40’ MULTI-BATHROOM UNIT
SIZE PSI 

RATING
DURATION RESPONSE 

LEVEL
8'x40' 6.3 PSI 800 MS MEDIUM
8'x40' 8.0 PSI 42.5 MS MEDIUM

BENCH

31”

(6) 32” X 32”SHOWERS

BENCH

WASHER DRYER
SINK

WATER 
HEATER

1 - UPPER SHELF WITH ROD
11”

200 AMP
DISCONNECT

SHOWER CURTAINS

A/C A/C

1 - UPPER SHELF WITH ROD
11”

ENTER EXIT
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BLAST RESISTANT BUILDINGS

8’ X 20’ BLAST RESISTANT BUILDING
S P E C I F I C A T I O N S
• Also used as a Cool Down Building
• W x L x H - 8’ x 20’ x 8’6”
• Weight – 12,000 LBS
• (4) Lifting Lugs
• (1) HVAC – Unit, Non-Classified 

Electrical
• Insulated
• (1) 240 V, 100 A, Single Phase,  

Non-Classified Electrical
• (2) Blast Rated Doors
• (1) Blast Rated Windows
• (3) 4’ Long Dual Bulb Fluorescent 

Lights
• (3) Duplex Electrical Outlets
• (2) Data Ports
• (2) Phone Ports
• (1) Fire Extinguisher
• (2) Emergency Exit Lights
• Interior Wall Covering - Plywood
• Heavy Industrial Rubberized Tile 

Floors
• Exterior Paint - Direct To Metal, Rust Inhibiting, High Solids Urethane 

(Steel Grit Blast Prep)
• (2) Smoke Detectors

SIZE PSI 
RATING

DURATION RESPONSE 
LEVEL

8' x 20' 6.3 PSI 800 MS MEDIUM
8’ x 20’ 8.0 PSI 42.5 MS MEDIUM
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BUILDING ACCESSORIES/UPGRADES
• Anchored Desks
• Chairs
• Conference Table
• Kitchenette
• Dry Erase Boards
• 6’ White Folding Tables
• Plastic Folding Chairs
• Door Cameras
• Cubicles
• Microwaves
• Cellular Repeaters
• Class 1 Div 2 A/C for 8’ x 40’ and 8’ x 20’
• Large Tub Sink
• 24 HR Technical Support and Service
• 4.5 Cubic Lockable Refrigerator
• Lockers
• Showers
• 32” TV/ DVD package
• 5 Minute Packs
• LEL Detection
• H2S Detection
• Base board Heaters
• 480 V Transformers
• KVA Generators
• Exterior Surge Protection
• Interior Power Strip/ Surge Protection

O P T I O N A L  F L O O R  P L A N S
• Men’s Multi-Bathroom
• Women’s Multi-Bathroom
• Single Bathroom
• Medical
• Decon 
• Tool Room
• Outage Housing
• Hurricane Shelters
• Duplex
• Triplex
• Cool Down Buildings

D E L I V E R Y  O P T I O N S
• Rollback Trucking  - eliminates the need for on-

site unloading with a crane.

* All buildings are furnished with fire extinguishers and have 24 Hour Technical Support and Services.

BLAST RESISTANT BUILDINGS

12 x 40 setup for 10 man office configuration.

12 x 40 single office with conference room.

8 x 40 building with table & chairs, refrigerator, TV with DVD player for 
safety videos.
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DOOWWNNSSTTRREEAMDDOO EAAMMFeel like you’ve been confined to a cave?

That’s the 
mark of 
Tiger.

Tiger is the ONLY rental solution that provides blast rated windows as a standard in all 
blast resistant building sizes. Natural light improves health and safety e�orts. Protect your 
crew from potential explosions, severe weather and an unproductive environment with 
Tiger’s blast resistant buildings.  Safety always comes �rst!

Brighten your work conditions and improve your 
productivity with natural light.
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• Package Dimensions - 25’L x 8’3”W x 7’10”H
• Weight - 20,500 LBS
• Rated Engine HP - 425 HP
• Rated Input HP to Pump - 440 HP
• Fuel Tank Capacity - 100 GAL
• Pump Speed Rating - 320 Cycles/Minute
• Stroke Length - 6”
• Fluid End Working Pressure - 5,000 PSI 
•  Discharge Connection Size - 2” 
• Piston Size - 4 1/2” 
• Suction Connection Size - 6” 
• Accessory Connection Size - 2” NPT
• Maximum Piston & Liner Size - 4 1/2”
• Valve Size - API-4
• Piston Rod End - SA-4
• Internal Gear Ratio - 4.578:1
• Pump Weight - 8,940 LBS

W-440 TRIPLEX PUMP
S P E C I F I C A T I O N S
The W-440 pump is unitized with a series 60, Tier 3 Detroit engine, Allison 750 transmission, remote controls 
and a centrifugal and charging pump.

www.tigerindustrialrentals.com www.tigerindustrialrentals.com 

S P E C I F I C A T I O N S  
• Width - 4’ 
• Height - 5’
• Weight - 2,140 LBS
• Cable Length - 100’
• Voltage - 460/65 AMPS
• GPM - 1,600 
• Max Head - 48’
• Max Solids - 2.4” 

O P T I O N A L  A C C E S S O R I E S
• 8” Suction Hose
• 8” Rubber Discharge

8” 50 HP SLUDGE / DREDGE PUMP

PUMPS

M I N G P M G P H B P M B P H S P M M A X P S I G P M G P H B P M B P H S P M
3” LINER 13.5 814.5 0.325 19.3 24.6 3” LINER 3,327 204 9,411.3 3.73 224.0 284.9

3.5” LINERS 18.4 1,108.6 0.439 26.3 24.6 3.5” LINERS 2,816 240 12,809.8 5.00 304.9 284.9

4” LINERS 24.1 1,448.0 0.574 34.4 24.6 4” LINERS 2,169 313 16,731.2 6.63 398.3 284.9

4.5” LINERS 30.5 1,832.7 0.727 43.6 24.6 4.5” LINERS 1,710 397 21,175.4 8.40 504.1 284.9

W O R K I N G  P R E S S U R E S  5 0  P S I  T O  3 , 0 0 0  P S I  ( O P T I O N  F O R  5 , 0 0 0  P S I  W H E N  P U M P  E Q U I P P E D )

G P M  =  G A L L O N S  P E R  M I N U T E G P H  =  G A L L O N S  P E R  H O U R B P M  =  B A R R E L S  P E R  M I N U T E

B P H  =  B A R R E L S  P E R  H O U R S P M  =  S T O K E S  P E R  M I N U T E

L I N E R  O P T I O N S
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10” X 8” VAC ASSIST PUMP - 600 HP
S P E C I F I C A T I O N S
10” X 8” VAC ASSIST PUMP - 600 HP10” X 8” VAC ASSIST P10” X 8” VAC ASSIST PUMP - 600 HP

• 10 X 8 Pump with Redi-Prime 
Vacuum Assisted Priming

• Run-Dry Mechanical 
Seal Lube

• John Deere 
H485 600 HP 
Engine

• Integral Fuel 
Tank Capacity - 180 GAL

• Maximum Flow - 7,250/GPM
• 445’ Total Dynamic Head

PUMPS

SLUDGE MASTER  4” POPPET PUMP
S P E C I F I C A T I O N S  
• Trailer Mount L x W x H - 21’ x 8’ x 7’
• Weight - 3,200 LBS 
• Fuel Cap - 100 GAL
• Run Time - 4 HR 
• GPM - 250 
• Max Lift - 28’
• Max Head - 347’
• 2” Ball Hitch 
• BBL/HR - 429 
• Discharge - 4”
• Discharge Pressure - 150 PSI 
• Max Solids - 3.5”   

10” X 8” VAC ASSIST PUMP - 325 HP
S P E C I F I C A T I O N S
• 10 X 8 Pump with Redi-Prime Vacuum Assist-

ed Priming
• Run-Dry Mechanical Seal Lube
• John Deere 6,090 325 HP Engine
• Integral Fuel Tank Capacity - 190 GAL
• Maximum Flow - 4,900/GPM
• 350’ Total Dynamic Head

OPTIONAL ACCESSORIES
• 4” Suction Hose
• 4” Rubber Discharge
• 8” X 12’ Road Crossing
• 12 X 12 Containment Berm
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PUMPS

8” X 6” X 14” CENTRIFUGAL DIESEL PUMP
S P E C I F I C A T I O N S
• 11” Impeller
• 174 HP
• Weight - 7,700 LBS Wet
• Fuel Capacity: 380 GAL
• Run Time: 24 HRS
• GPM: 3,500
• Flooded Suction
• Max Head: 135’

LBS 
Fuel Capacity: 380 

Wet
Fuel Capacity: 380 GAL

6” X 6” WET PRIME PUMP
S P E C I F I C A T I O N S
• Weight - 2,450 LBS
• Horsepower - 74 HP
• Fuel Capacity - 40 GAL
• Run Time - 22 HRS
• Max Flow - 1,680 GPM
• Max Head - 170’
• Solids Diameter – 3”
• Trash Clean-out Port

6” X 6” DIESEL VAC ASSIST (SUPER 6) PUMP UMPUMP
S P E C I F I C A T I O N S
• 14.00” Impeller
• Weight - 3,290 LBS
• Horsepower - 174 HP
• Fuel Cap - 148 GAL
• Run Time - 56 HR
• Max Flow – 2,800 GPM
• Max Head - 295'
• Solids Diameter – 3”
• Dry Prime up to 28’ with Automatic 

Re-Priming
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PUMPS 

6” X 3” HIGH HEAD VAC ASSIST PUMP
S P E C I F I C A T I O N S
• 15.22” Impeller
• Horsepower – 174 HP
• Fuel Capacity – 190 GAL
• Max Flow – 1,070 GPM
• Max Head – 480’
• Dry Prime up to 28’ with Automatic 

Re-Priming

VAC

Fuel Capacity – 190 GAL

Dry Prime up to 28’ with Automatic 

VAC ASSIST PUMP

Fuel Capacity – 190 GAL

Dry Prime up to 28’ with Automatic 

6” X 6” VAC ASSIST (SUPER 6) PUMP WITH NEDOX COATING
S P E C I F I C A T I O N S
• 14.00” Impeller
• Weight - 3,290 LBS
• Horsepower - 174 HP
• Fuel Cap - 148 GAL
• Run Time - 56 HR
• Max Flow – 2,800 GPM
• Max Head - 295’
• Solids Diameter – 3”
• Dry Prime up to 28’ with Automatic Re-Priming
• Operating Temps from -250°F (-157°C) to 550°F 

(288°C)
• Chemical, Acid and Alkaline Resistance
• Self-lubricating, Non-porous, Non-wetting Surface Characteristics
• Compliance with Industry Standards Including:  ASTM B656 and ASTM B733, USDA and FDA, REACH Com-

pliant, Meets and Exceeds Mil-C-26074 Class 1 - 4 and AMS 2404 and 2405

6” VAC ASSIST PUMP
S P E C I F I C A T I O N S
• 11.00” Trimmed Impeller
• Horsepower – 74HP
• Fuel Capacity – 90 GAL
• Max Flow – 3,400 GPM
• Max Head – 200’
• Dry Prime up to 28’ with Automatic Re-

Prime
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PUMPS

4” VAC ASSIST PUMP
S P E C I F I C A T I O N S
• L x W x H - 12” x 16’ 4” x 7’ 7”
• Weight - 3,200 LBS
• Fuel Capacity - 40 GAL
• GPM - 1,350
• 76 HP
• Max Head -130’
• 2 5/16” Ball Hitch
• FI914 Deutz Engine

3” AIR DIAPHRAGM PUMP
S P E C I F I C A T I O N S
• L x W x H - 20” x 11” x 33”
• Weight - 115 LBS 
• Air Inlet - 3/4 Crowfoot 
• GPM - 260       
• Max Particle Size - .375
• Suction Lift - 20’

O P T I O N A L  A C C E S S O R I E S
• 3” Suction Hose
• 3” Rubber Discharge 
• 8” x 12’ Road Crossing
• 12’ x 12’ Containment Berm

4” TRASH PUMP
S P E C I F I C A T I O N S
• 4” DPT Heavy Duty Series Trash Pump
• GPM - 750
• Max Head -120’
• Self-Priming / 3” Solids Handling
• 76HP Duetz Diesel Engine F4L914 Air 

Cooled
• Heavy Duty Skid / Trailer with Removable 

Axle and Tongue
• 2 5/16 Ball Hitch with Adjustable Channel
• 95 GAL Integrated Fuel Cell
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12’ / 24’ ROAD CROSSING MANIFOLD
S P E C I F I C A T I O N S  

12’ MANIFOLD  
• Length - 12’
• Width - 48” 
• Height - 6”
• Inlet / Outlet 12” or  8” 

150 Flange 
• 80 PSI Max Pressure

24’ MANIFOLD  
• Length - 24’
• Width - 48”
• Height - 6”
• Inlet / Outlet 12” or  8” 

150 Flange
• 80 PSI Max Pressure

PUMP ACCESSORIES

CONTAINMENT BERM
SPECIFICATIONS 
• L x W x H - 6’ x 6’ x 12”
• L x W x H - 12' x 12' x 12"
• L x W x H - 25’ x 12’ x 12”
• L x W x H - 50' x 12' x 12"

O P T I O N A L  A C C E S S O R I E S 
• Pressure Washer 
• Felt Pad
• Duck Bill Vac Attachment
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GENERATORS

85 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S

AMP DRAW
• 1PH 120V - 188 AMPS
• 1PH 240V -   95 AMPS
• 3PH 240V - 204 AMPS
• 3PH 480V - 102 AMPS

FUEL CONSUMPTION
• Full Load 5.5 GPH
• 3/4 Load 3.8 GPH
• 1/2 Load 2.6 GPH

45 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S

AMP DRAW
• 1PH 120V - 100 AMPS
• 1PH 240V -   50 AMPS
• 3PH 240V - 108 AMPS
• 3PH 480V -   54 AMPS

FUEL CONSUMPTION
• Full Load 3.1 GPH
• 3/4 Load 2.2 GPH
• 1/2 Load 1.6 GPH

• L x W x H -  12’ x 6’ x 8’
• Standby Output - 37 KW 
• Prime Output - 36 KW
• Weight - 2,940 LBS

• Fuel Cap - 30 GAL
• Run Time - 22 HRS

• L x W x H -  2’ X 6’ X 8’
• Standby Output - 70 KW 
• Prime Output - 66 KW 

• Weight - 5,000 LBS
• Fuel Cap - 127 GAL
• Run Time - 22 HRS

GENERATOR ACCESSORIES
O P T I O N A L  A C C E S S O R I E S     
• 12 X 12 Containment Berm • 50’ Ext. Cord • Aux. Fuel Tank  • Dist. Box 100 Amp.

25 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S

AMP DRAW
• 1PH 120V - 55 AMPS
• 1PH 240V - 27 AMPS
• 3PH 240V - 60 AMPS
• 3PH 480V - 30 AMPS

FUEL CONSUMPTION
• Full Load 1.65 GPH
• 3/4 Load 1.3 GPH
• 1/2 Load 0.9 GPH

• L x W x H - 10’ X 5’ X 5’
• Standby Output - 22 KW 
• Prime Output - 20 KW 

• Weight - 2,200 LBS
• Fuel Cap - 42 GAL
• Run Time - 30 HRS
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125 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S

AMP DRAW
• 1PH 120V - 277 AMPS
• 1PH 240V - 139 AMPS
• 3PH 240V - 300 AMPS
• 3PH 480V - 150 AMPS

FUEL CONSUMPTION
• Full Load 7.3 GPH
• 3/4 Load 5.7 GPH
• 1/2 Load 4.0 GPH

• L x W x H - 12’ X 6’ X 8’
• Standby Output - 110 KW
• Prime Output - 100 KW

• Weight - 6,900 LBS
• Fuel Cap - 169 GAL

150 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S

AMP DRAW
• 1PH 120V - 333 AMPS
• 1PH 240V - 166 AMPS
• 3PH 240V - 361 AMPS
• 3PH 480V - 180 AMPS

FUEL CONSUMPTION
• Full Load 8.4 GPH
• 3/4 Load 6.5 GPH
• 1/2 Load 4.9 GPH

GENERATORS

• L x W x H - 12’ x 6’ x 8’
• Standby Output - 132 KW 
• Prime Output- 120 KW   

• Weight - 9,278 LBS
• Fuel Cap - 214 GAL
• Run Time - 25 HRS

220 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S     
• Trailer Mount L x W x H - 16’ x 6’ x 8’
• Standby Output - 194 KW
• Prime Output - 176 KW
• Weight: 6,900 LBS
• Fuel Cap: 214 GAL
• Run Time: 21 HRS

AMP DRAW
• 1PH 120V - 488 AMPS
• 1PH 240V - 244 AMPS
• 3PH 240V - 529 AMPS
• 3PH 480V - 264 AMPS

FUEL CONSUMPTION
• Full Load 13.6 GPH
• 3/4 Load 10.4 GPH
• 1/2 Load 7.7 GPH
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GENERATORS 

130 KW WELL GAS / LP GENERATOR
S P E C I F I C A T I O N S
• Automatic Fluid Dumping System with Safety Shut-off Switch
• Secondary Fluid Separator
• Fuel Consumption NG @ Full Load- CFH (M³/H) - 1539 (43.6)
• Fuel Consumption LP @ Full Load- CFH (M³/H) - 617 (14.7)
• Voltages - 120/208, 277/480 3- Phase
• Prime Rating KWE/KVA - 130/163
• Nominal Rating KWE/KVA - 150/187
• Approved to Run on Non-Utility Gas
• EPA Compliant
• 480V 3PH
• 200 AMP
• 33.12 MMBTU Per Day

462  KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S
• L x W x H - 18’ x 6’ x 8’
• Prime Output -  370 KW, 462 KVA
• Weight - 15,000 LBS
• Fuel Cap - 388 GAL
• Run Time - 21HRS

ENERATOR

FUEL CONSUMPTION
• Full Load 19 GPH

AMP DRAW
• 3PH 240V - 645 AMPS
• 3PH 480V - 449 AMPS

300 KVA PORTABLE GENERATOR
S P E C I F I C A T I O N S
• Trailer Mount L x W x H - 16’ X 6’ X 11’
• Standby Output - 264 KW
• Prime Output - 240 KW       
• Weight - 13,000 LBS
• Fuel Cap - 300 GAL
• Run Time - 21 HRS

              

AMP DRAW
• 1PH 120V - 667 AMPS
• 1PH 240V - 333 AMPS
• 3PH 240V - 722 AMPS
• 3PH 480V - 361 AMPS

FUEL CONSUMPTION
• Full Load 15 GPH
• 3/4 Load 14 GPH
• 1/2 Load 11 GPH
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4,000 WATT PORTABLE LIGHT TOWER

H2S SCRUBBER SYSTEM

E L E C T R I C  O R  M A N U A L  W I N C H
S P E C I F I C A T I O N S
• Trailer Mount: 
 - Length - 173”
 - Width -  50”
 - Height -  70”
• Max Height - 32’
• Weight - 1,644 LBS
• Fuel Cap. 30 GAL
• Run Time - 48 HR
• Lumen - 440,000
• 2” Ball Hitch
• Light Coverage 5-7 Acres
• Sound Level 66 DB

S P E C I F I C A T I O N S
• H2S Scrubber System
• On-board 480V Air Compressor
• 90 GAL Scavenger Fluid Tank with Pneumatic 

Circulation Pump
• Pneumatic Pressure Pump to Discharge Fluid
• Burns .0027 Scavenger Fluid Per PPM of H2S 

Per Day

H2S SCRUBBER, LIGHT TOWERS & TANKS 

528 GALLON DOUBLE WALL FUEL TANK
S P E C I F I C A T I O N S
• 87” x 46” x 52”
• 110% Secondary Contain-

ment
• Internal Baffles
• 1,825 LBS Empty/5,574 LBS 

Full
• Secure Hose Access
• Full Load Lifting Eyes
• Tie Down Points
• Direct to Machinery Fuel 

Ports

O P T I O N A L  A C C E S S O R I E S
• 16’ Tandem Trailer
• 110V Fuel Pump
• Fuel Pump - 12V Fuel Pump 

& Solar Panel

O P T I O N A L  A C C E S S O R Y  F O R  T H E  1 3 0  K W 
W E L L  G A S  /  L P  G E N E R A T O R
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PRESSURE WASHERS

3,000 PSI DIESEL PRESSURE WASHER
S P E C I F I C A T I O N S
• 3,000 PSI
• Offshore Ready
• 4 GAL Per Minute
• Emergency Shut-off
• Drip Pan
• Easy Roll Wheels
• Galvanized Cage

• Spark Arrester Muffler
• Emergency Shut-off
• Chemical Suction Tube
• Dimensions: 47" L x 32" W x 35" H
• Shipping Weight: 375 LBS

18' PRESSURE WASHER EXT. WAND    

www.tigerindustrialrentals.com |

S P E C I F I C A T I O N S   
• Length - 7’-18’ 
• Weight - 25 LBS
• Max PSI - 4,000

O P T I O N A L  A C C E S S O R I E S
• Turbo Nozzle
• 3/8” X 50’ Pressure  Hose
• Foot Pedal

MYERS / JETTER PUMP 
S P E C I F I C A T I O N S
• Trailer Mount L x W x H - 18’ x 8’ x 9’
• Weight – 9,450 LBS
• Fuel Cap - 30 GAL
• Hose Length - 300' on Reel
• Water Inlet - 1" Crowfoot
• Water Outlet - 1"  

O P T I O N A L  A C C E S S O R I E S   
• Pineapple Nozzle
• Tree Gun
• Shotgun

HEATED MYERS PUMP    
S P E C I F I C A T I O N S
• Trailer Mount Dimensions - 19’L x 8’W x 7’H
• Weight - 8,250 LBS
• Fuel Capacity - 30 GAL
• Hose Length - 300’ on the Reel
• Run Time - 4 HRS
• 500 GAL Water Tank
• 2 5/16 Trailer Ball
• Double Heater w/ temps to 170°F
• Pressures to 2,500 PSI
• 30 GPM
• Wash Heights to 35’      

Trailer Mount L x W x H - 18’ x 8’ x 9’

Trailer Mount Dimensions - 19’L x 8’W x 7’H

      

Trailer Mount Dimensions - 19’L x 8’W x 7’H

      

O P T I O N A L  A C C E S S O R I E S  
• Extended Length Gun • Additional Tip Sizes • Turbo Gun
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• Turbo Gun

S P E C I F I C A T I O N S   
• 6 GPM 
• Temperatures to 160°
• 25 HP Kubota Diesel
• Trailer Mount Dimensions -
 19’L x 8’W x 6’H
• Skid Mount Dimensions
 54"L x 48"W x 50"H
• Weight: 6,500 LBS 
• Fuel Cap - 18 GAL
• Run Time - 4 HRS
• 325 GAL Water Tank
• 2” or 2 5/16” Trailer Ball

O P T I O N A L  A C C E S S O R I E S 
•  T u r b o  N o z z l e
• 3/8” X 50’ Pressure  Hose 
• Foot Pedal

• Flex Lance
• Double Trigger Gun
• Ext. Wand
• 30” Hydro Mower

S P E C I F I C A T I O N S
• 6 GPM 
• Temperatures to 160°
• 25 HP Kubota Diesel
• Trailer Mount Dimensions -
 19’L x 8’W x 6’H
• Skid Mount Dimensions
 54”L x 48”W x 50”H
• Weight - 8,000 LBS 
• Fuel Cap - 36 GAL 
• Run Time - 4 HRS 
• 325 GAL Water Tank
• 2” or 2 5/16” Trailer Ball 

O P T I O N A L  A C C E S S O R I E S 
•  T u r b o  N o z z l e
• 3/8” X 50’ Pressure  Hose 
• Foot Pedal

• Flex Lance
• Double Trigger Gun
• Ext. Wand
• 30” Hydro Mower

4,000 PSI TRAILER MOUNT  HOT WATER PRESSURE WASHER 2-SKIDS ON ONE TRAILER 
(DOUBLE TROUBLE) 

4,000 PSI TRAILER MOUNT HOT WATER PRESSURE WASHER 

PRESSURE WASHERS ACCESSORIES

“TIGER SOAP”
S P E C I F I C A T I O N S
• 550 GAL S.S. Tank 
• 55 GAL Poly Drum
• 5 GAL Pail
• 1 GAL Jug
• Weight  

- 6,000 LBS
- 550 LBS
- 10 LBS 

• PH -13.9 
• Hazard Class - 8
• ID Number - Un1760 

OPTIONAL ACCESSORIES 
• Drum Pump
• Chemical Injector   

  



76  | Tiger Industrial Rentals www.tigerindustrialrentals.com | 1.888.866.0047

DOWNSTREAMDDOO EAAMM

D
O

W
N

S
T

R
E

A
M

40,000 PSI @ 11 GPM 
HYDROBLASTER
S P E C I F I C A T I O N S  
• Weight - 9,450 LBS
• Fuel Cap - 250 GAL
• Run Time - 22 HRS
• Water Inlet - 1” Crow Foot
• Water Outlet - 8 MM MP

OPTIONAL ACCESSORIES 
TURBO NOZZLE
• 5 MM (or 8 MM) x 50’ Blast Hose
• Foot Pedal
• Double Trigger Gun

20,000 PSI @ 24 GPM 
HYDROBLASTER
S P E C I F I C A T I O N S  
• Weight - 9,450 LBS
• Fuel Cap - 250 GAL
• Run Time - 22 HRS
• Water Inlet - 1” Crow Foot
• Water Outlet - 13 MM MP

OPTIONAL ACCESSORIES 
TURBO NOZZLE
• 13 MM x 50’ Blast Hose
• Foot Pedal
• Double Trigger Gun
• 3D Nozzle

10,000 PSI @ 52 GPM  
HYDROBLASTER
S P E C I F I C A T I O N S  
• Weight - 9,450 LBS
• Fuel Cap - 250 GAL
• Run Time - 22 HRS
• Water Inlet - 1” Crow Foot
• Water Outlet - 13 MM MP 

OPTIONAL ACCESSORIES 
TURBO NOZZLE
• 1/2” X 50’ Blast Hose
• Foot Pedal
• Double Trigger Gun
• 3D Nozzle

10,000 PSI LOW VOLUME HYDROBLASTER 
S P E C I F I C A T I O N S  

HYDROBLASTERS

•  85 HP
•  Offshore Ready
•  12 GAL Per Minute
•  10,000 PSI
•  Foot Pedal with Flex Lance Available
•  Dimensions: 104” L x 60” W x 60” H
•  Shipping Weight: 3,650 LBS
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5,000 PSI PRESSURE WASHER TURBO 
NOZZLE
S P E C I F I C A T I O N S    
• Length - 5"
• Weight - 2.5 LBS
• Max PSI - 4,000
  
O P T I O N A L  A C C E S S O R I E S  
• 18' Ext. Wand
• 3/8" X 50' Pressure  Hose
• Foot Pedal

HYDROBLASTER ACCESSORIES

40,000 PSI HYDROBLASTER FOOT 
PEDAL 

20,000 PSI HYDROBLASTER 
FOOT PEDAL 

10,000 PSI HYDROBLASTER 
FOOT PEDAL 
S P E C I F I C A T I O N S
• Length - 14”
• Width - 13”
• Height - 8” 
• Weight - 25 LBS
• Max PSI - 12,000 
OPTIONAL ACCESSORIES 
• 10K Flex Lance
• 1/2 “ x 50’ 10 K HOSE

S P E C I F I C A T I O N S  
• Length - 14”
• Width - 13"
• Hight - 8" 
• Weight - 25 LBS
• Max PSI - 20,000
OPTIONAL ACCESSORIES 
• 20K Flex Lance
• 13MM " x 50' 20 K Hose 

S P E C I F I C A T I O N S  
• Length - 14”
• Width - 13”
• Height - 8” 
• Weight - 25 LBS
• Max PSI - 40,000 
OPTIONAL ACCESSORIES 
• 40K Flex Lance
• 8MM “ x 50’ 40 K Hose

LED TANK LIGHT
S P E C I F I C A T I O N S  
• 200’ of Cord
• Voltage - Universal 

Inputs
• 100-2 77V AC, 50/60 HZ
• 347-480V AC, 50/60 HZ
• Housing - Aluminum

10,000/20,000/40,000 TURBO 
NOZZLE
S P E C I F I C A T I O N S    
10K
20K
40K
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HYDROBLASTER ACCESSORIES

10,000 / 20,000 DUAL LANCING MACHINE 
S P E C I F I C A T I O N S
• Trailer Mount Dimensions  

L x W x H - 22’ x 6’ x 7’ 
• Window of Operation -  

56" X 56"         
• Weight - 560 LBS
• Air Requirement - 100 CFM @ 90 PSI
• Air Inlet - 3/4" Crow Foot 

OPTIONAL ACCESSORIES
• 3/4 x 50’ Air Hose
• 13 MM x 50’ Blast Hose 
• Foot Pedal 
• 12’ x 50’ Containment Berm 

 

HYDROBLASTER SHIN GUARDS
S P E C I F I C A T I O N S
• Length - 17"
• Weight - 4 LBS
• 180 Shin Coverage
• .081 Thickness

10,000 AND 20,000 PSI HYDROBLASTER ZERO THRUST GUN  
S P E C I F I C A T I O N S   
• Length - 65'
• Connection -
 - 13 MM  (20K)
 - 1/2” (10K)  
• Weight - 40 LBS
• Max PSI - 20,000  

OPTIONAL ACCESSORIES
• 10K or 20K Foot Pedal
• 1/2” (or 13MM) x 50' 

Hose
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MISCELLANEOUS

550 GALLON STAINLESS STEEL
TRANSPORT TANK
S P E C I F I C A T I O N S
• Depth - 56”
• Width - 56”  
• Height - 75”
• Gross Weight - 6,000 LBS
• Tare Weight - 640 LBS

O P T I O N A L  A C C E S S O R I E S  
• 4 Point Sling 

2 & 3 YARD TILT HOPPERS
S P E C I F I C A T I O N S  
• Length - 70.5"
• Width - 63.5"
• Height - 61"
• Gross Weight - 10,000 LBS
• Tare Weight - 1,542 LBS 
• Max Cap - 3 CU yD 

20"/24" COPPUS FAN AIR MOVER
S P E C I F I C A T I O N S  
• Width - 20” / 24” 
• Height - 10” 
• Weight - 50 LBS
• Air Inlet - 3/4 Crow foot
• CFM - 1100   

    
 

O P T I O N A L  A C C E S S O -
R I E S
• 3/4 RED Air Hose
• 20” x 25’ Duct Hose
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BASKETS/SKIP PANS

SKIP PANS

6’ X 12’ CERTIFIED BASKET

S P E C I F I C A T I O N S
•	 External Dimensions:
 - Length: 3,776 MM [148 in][12’4”]
 - Width: 1,839 MM [72 in][6’]
 - Height: 1,554 MM [61 in][5’1”]
•	 Max Gross Weight: 16,535 LBS [7,500 KG]
•	 Est. Tare Weight: 3,527 LBS [1,600 KG]
•	 Pay Load Weight: 13,007 LBS [5,900 KG]

4’ X 8’ CERTIFIED BASKET
S P E C I F I C A T I O N S
•	 External Dimensions:
 - Length: 2,438 MM [96”][8’]
 - Width: 1,270 MM [50”][4’2”]
 - Height: 1,130 MM [44.5”][4’]
•	 Max Gross Weight: 13,150 LBS [5,965 KG]
•	 Est. Tare Weight: 1,650 LBS [748 KG]
•	 Pay Load Weight: 11,500 LBS [5,216 KG]

S P E C I F I C A T I O N S
•	 External Dimensions:
 - Length: 3,048 MM [144”][12’] 
 - Width: 1,829 MM [72”][6’] 
 - Height: 1,041 MM [41”][3’5”] 
•	 Max Gross Weight: 15,500 LBS [7,031 KG]
•	 Est. Tare Weight:  3,000 LBS [1,361 KG]
•	 Pay Load Weight: 12,500 LBS [5,670 KG]

8’ X 10’ CERTIFIED BASKET
S P E C I F I C A T I O N S
•	 External Dimensions:
 - Length: 3,048 MM [120”][10’] 
 - Width: 2,438 MM [96”][8’] 
 - Height: 1,041 MM [41”][3’5”] 
•	 Max Gross Weight: 16,000 LBS [7,257 KG]
•	 Est. Tare Weight: 3,000 LBS [1,361 KG]
•	 Pay Load Weight: 13,000 LBS [5,897 KG]

3’ X 10’ CERTIFIED BASKET
S P E C I F I C A T I O N S
•	 External Dimensions:
 - Length: 3,048 MM [120”][10’] 
 - Width: 914 MM [36”][3’] 
 - Height: 813 MM [32”][2’8”]
•	 Max Gross Weight: 11,500 LBS [5,216 KGS]
•	 Est. Tare Weight: 1,420 LBS [644 KGS]
•	 Pay Load Weight: 10,080 LBS [4,572 KGS]
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BASKETS/SKIP PANS

6.5’ X 16’ CERTIFIED BASKET

4’ X 20’ CERTIFIED BASKET

8’ X 24’ CERTIFIED BASKET

8’ X 40’ CERTIFIED TOOL BASKET

4’ X 12’ DOUBLE DOOR BASKET (SCAFFOLD BASKET)

S P E C I F I C A T I O N S
•	 External Dimensions:

- Length: 6,096 MM [240”][20’]
- Width: 1,372 MM [54”][4’6”]
- Height: 1,295 MM [51”][4’3”]

•	 Max Gross Weight: 14,900 LBS [6,759 KG]
•	 Est. Tare Weight: 4,200 LBS [1,905 KG]
•	 Pay Load Weight: 10,700 LBS [4,853 KG]

S P E C I F I C A T I O N S
•	 External Dimensions:
 - Length: 4,877 MM [192”][16’] 
 - Width: 1,981 MM [78”][6’6”] 
 - Height: 1,295 MM [51”][4’3”] 
•	 Max Gross Weight: 24,400 LBS [11,068 KG]
•	 Est. Tare Weight: 4,000 LBS [1,814 KG]
•	 Pay Load Weight: 20,000 LBS [9,072 KG]

S P E C I F I C A T I O N S
•	 External Dimensions:
 - Length: 7,315 MM [288”][24’] 
 - Width: 2,591 MM [102”][8’6”] 
 - Height: 1,143 MM [45”][3’9”] 
•	 Tare Weight: 6,800 LBS [3,084 KG]
•	 Max Gross Weight: 31,800 LBS [14,424 KG]
•	 Max Payload: 25,000 LBS [11,340 KG]

S P E C I F I C A T I O N S
•	 External Dimensions:

- Length: 12,192 MM [480”][40’] 
- Width: 2,591 MM [102”][8’6”] 
- Height: 1,219 MM [48”][4’]

•	 Max Gross Weight: 20,000 LBS [9,071 KG]
•	 Est. Tare Weight: 11,000 LBS [4,989 KG]
•	 Max Pay Load: 9,000 LBS [4,082 KG]

S P E C I F I C A T I O N S
•	 External Dimensions:
 - Length: 3,904 MM [153.5”][12’9.5”]
 - Width: 1,296 MM [51”][4’3”]
 - Height: 1,118 MM [44”][3’-8”]
•	 Max gross weight: 18,800 LBS [8,528 KG]
•	 Est. Tare Weight: 3,990 LBS [1,810 KG]
•	 Pay Load Weight: 14,810 LBS [6,718 KG]
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BASE CAMP

BASE CAMPS & EQUIPMENT
C O M P L E T E  C A M P  P A C K A G E
• Generators - 25 KW to 2 Megawatts
• Air Conditioning and Heating
• Tents & Living Quarters
• Full Service Catering
• Refrigerated Storage
• Fuel Storage Tanks - 200 to 20,000 Gallons
• Sewer Storage Tanks - Up to 22,000 Gallons
• Roll Off Container Waste (20-40 Cubic yards)
• Disposal of Roll-Off Container Waste
• Hand-Wash Stations
• Sewage Disposal
• Port-O-Lets
• Shower Trailers
• Portable Waste Treatment Units
• Bathroom Trailers

• Sewage Holding Tanks as well as Direct 
• Sewer System Feeds Where Available
• Temporary Sewage Systems - Sewage Pumps, 

Sewer Lines
• Temporary Water Systems - City Water Tie-In, 

Water Lines, Water Outlet, Manifolds, Water 
Hook-Ups

• Secure Office Space - 8’x20’ & 8’x40’ Steel Of-
fice Buildings 

• Emergency Fuel Delivery and Storage
• Base Camp Management
• Emergency Road Replacement / Temporary 

Roads
• Spill Containment
• Industrial Pressure Washers & Steam Cleaners

T U R N K E Y  O P E R AT I O N S  &  E Q U I P M E N T
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2,500 HP COKE CUTTING PUMPS
The Tiger Coke Cutting Pump is designed and built to withstand the harsh environments of hydraulic frac-
turing in oil and gas fields around the world. The unit consists of a high horsepower engine, high ambient 
radiator, transmission and high pressure positive displacement quintuplex pump and can be operated from 
the local control panel or by remote control.

COKE CUTTING PUMPS & SERVICES

Contact us today to set up a NO COST on site assessment of your facility and equipment. 



Beaumont, Texas
1313 GULF STREET • BEAUMONT, TX 77701
TEL: 1-409-832-9336

Dilley, Texas
13400 S. INTERSTATE 35 • DILLEy, TX 78017

LaPorte, Texas
12803 HIGHWAy 225 • LA PORTE, TX 77571

Midland, Texas
7701 WEST INDUSTRIAL •  MIDLAND, TX 79706

Victoria, Texas
11901 US HIGHWAy 59 • N. VICTORIA, TX 77905

Broussard, Louisiana
1125 PETROLEUM PKWy. • BROUSSARD, LA 70518

Sulphur, Louisiana
3334 CARBIDE DR • SULPHUR LA 70665

Springer, Oklahoma
10834 STATE HIGHWAy 53 • SPRINGER, OK 73458

TIGER INDUSTRIAL LOCATIONS

1-888-866-0047
www.tigerinternationalrentals.com


